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BASE STATION DEVICE AND MOBILE
COMMUNICATION METHOD

TECHNICAL FIELD

The present invention relates to a technical field of amobile
communication, and more particularly, relates to a base sta-
tion device and a mobile communication method in a mobile
communication system using a next-generation mobile com-
munication technology.

BACKGROUND ART

A communication scheme, which is the next generation of
a WCDMA (Wideband Code Division Multiplexing Access)
scheme, an HSDPA (High-Speed Downlink Packet Access)
scheme, an HSUPA (High-Speed Uplink Packet Access)
scheme and the like, that is, an LTE (Long Term Evolution)
scheme has been discussed in the 3GPP, which is a group
aiming to standardize the WCDMA, and the specification
work is under progress.

As aradio access scheme in the LTE scheme, an OFDMA
(Orthogonal Frequency Division Multiplexing Access)
scheme has been defined for a downlink, and an SC-FDMA
(Single-Carrier Frequency Division Multiple Access) scheme
has been defined for an uplink.

The OFDMA scheme denotes a multicarrier transmission
scheme in which a frequency band is divided into a plurality
of narrow frequency bands (subcarriers), and data is loaded
on each subcarrier for transmission. According to the
OFDMA scheme, subcarriers are densely arranged on the
frequency axis while being orthogonal to one another, so that
high-rate transmission is achieved, resulting in the improve-
ment of frequency use efficiency.

The SC-FDMA scheme denotes a single carrier transmis-
sion scheme in which a frequency band is divided for each
user equipment, and transmission is performed using differ-
ent frequency bands among a plurality of user equipments.
According to the SC-FDMA scheme, since it is possible to
easily and efficiently reduce interference among the user
equipments and suppress variation in transmission power, the
SC-FDMA scheme is advantageous in terms of low power
consumption of a user equipment, expansion of coverage and
the like.

In the LTE scheme, communication is performed by
assigning one or more RBs (Resource Blocks) to a user equip-
ment in both a downlink and an uplink.

A base station device decides a user equipment, to which a
resource block is to be assigned among a plurality of user
equipments, for each subframe (1 ms in the LTE scheme) (this
process will be called “scheduling”).

In a downlink, the base station device transmits a shared
channel signal to a user equipment, which is selected through
the scheduling, by using one or more resource blocks. In an
uplink, the user equipment selected through the scheduling
transmits a shared channel signal to the base station device by
using one or more resource blocks.

In addition, the shared channel signal is a signal on PUSCH
(Physical Uplink Shared Channel) in an uplink, and is a signal
on PDSCH (Physical Downlink Shared Channel) in a down-
link.

Furthermore, as a next communication scheme of the LTE
scheme, an LTE-advanced scheme has been discussed in the
3GPP.

In the LTE-advanced scheme, performing “Carrier aggre-
gation” has been agreed as requirements. Here, the “Carrier
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2

aggregation” represents that communication is simulta-
neously performed using a plurality of carriers.

For example, when the “Carrier aggregation” is performed
in the uplink, since a user equipment performs transmission
using different carriers for each Component Carrier, the user
equipment transmits an uplink signal using a plurality of
carriers.

Furthermore, when the “Carrier aggregation” is performed
in the downlink, since a base station device performs trans-
mission using different carriers for each Component Carrier,
the base station device transmits a downlink signal using a
plurality of carriers.

However, in communication system employing an FDD
(Frequency Division Duplex) scheme in which an uplink
frequency is different from a downlink frequency, a user
equipment has a device called Duplexer.

The Duplexer is parts sharing an antenna in a radio device
employing the FDD scheme, and may also be called an
antenna duplexer or a demultiplexer.

In general, in a radio device employing the FDD scheme
which simultaneously performs transmission and reception,
when one antenna serves as a transmission antenna and a
reception antenna, a strong transmitted wave may be intro-
duced in a receiver, resulting in the degradation of reception
quality.

The Duplexer is a device for preventing an unnecessary
part of the transmitted wave from propagating to a next stage
circuit, avoiding the degradation of the reception quality due
to the introduction of the unnecessary wave to the receiver,
preventing the unnecessary wave from being radiated to the
air through an antenna, and further extracting only a signal
with a desired frequency, and has a function of electrically
separating a transmission path from a reception path.

More specifically, the Duplexer performs the above-men-
tioned function by allowing filters having two different fre-
quency bands to be shared by one terminal (an antenna ter-
minal).

FIG. 5 is an image diagram of the Duplexer.

However, the above-mentioned conventional mobile com-
munication system has the following problems.

As described above, in the LTE-Advanced scheme, the
“Carrier aggregation” is performed. In this case, the above-
mentioned problem may occur, that is, a transmission signal
may degrade the quality of a reception signal.

For example, FIG. 6 illustrates an example in which trans-
mission in an uplink and reception in a downlink are per-
formed by a user equipment when the “Carrier aggregation”
is performed.

As illustrated in FIG. 6, since a Duplexer of a second carrier
in the user equipment does not consider a downlink frequency
band of a first carrier, when transmission of an uplink signal
in the second carrier and reception of a downlink signal in the
first carrier are simultaneously performed in the user equip-
ment, the uplink signal in the second carrier may degrade the
reception quality of the downlink signal in the first carrier.

SUMMARY OF THE INVENTION

Therefore, the present invention has been achieved in view
of the above-described problems, and an object thereof is to
provide a base station device and a mobile communication
method, by which it is possible to reduce the deterioration of
a downlink signal when multicarrier transmission is per-
formed.

A first characteristic of the present embodiment is summa-
rized in that a base station device, which performs radio
communication with a user equipment using a first carrier and
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a second carrier in a mobile communication system, the base
station device comprising, an uplink signal reception unit
configured to receive an uplink signal in the first carrier and an
uplink signal in the second carrier, the uplink signal being
transmitted from the user equipment, and a downlink signal
transmission unit configured to transmit a downlink signal in
the first carrier and a downlink signal in the second carrier to
the user equipment, in which the downlink signal transmis-
sion unit is configured to decide whether to transmit the
downlink signal in the first carrier based on whether the
uplink signal reception unit receives the uplink signal in the
second carrier.

A second characteristic of the present embodiment is sum-
marized in that a base station device, which performs radio
communication with a user equipment using a first carrier and
a second carrier in a mobile communication system, the base
station device comprising, an uplink signal reception unit
configured to receive an uplink signal in the first carrier and an
uplink signal in the second carrier, the uplink signal being
transmitted from the user equipment, and a downlink signal
transmission unit configured to transmit a downlink signal in
the first carrier and a downlink signal in the second carrier to
the user equipment, in which the downlink signal transmis-
sion unit is configured to decide whether to simultaneously
transmit the downlink signal in the first carrier and the down-
link signal in the second carrier based on whether the uplink
signal reception unit receives the uplink signal in the second
carrier.

A third characteristic of the present embodiment is sum-
marized in that a base station device, which performs radio
communication with a user equipment using a first carrier and
a second carrier in a mobile communication system, the base
station device comprising, an uplink signal reception unit
configured to receive an uplink signal in the first carrier and an
uplink signal in the second carrier, the uplink signal being
transmitted from the user equipment, and a downlink signal
transmission unit configured to transmit a downlink signal in
the first carrier and a downlink signal in the second carrier to
the user equipment, in which the downlink signal transmis-
sion unit is configured to decide whether to transmit the
downlink signal in the first carrier based on whether the
uplink signal reception unit simultaneously receives the
uplink signal in the first carrier and the uplink signal in the
second carrier.

A fourth characteristic of the present embodiment is sum-
marized in that a mobile communication method, which per-
forms radio communication between a user equipment and a
base station device using a first carrier and a second carrier in
a mobile communication system, the mobile communication
method comprising, a step A of receiving an uplink signal in
the first carrier and an uplink signal in the second carrier, the
uplink signal being transmitted from the user equipment, and
a step B of transmitting a downlink signal in the first carrier
and a downlink signal in the second carrier to the user equip-
ment, in which in the step B, it is decided whether to transmit
the downlink signal in the first carrier based on whether the
uplink signal in the second carrier is received in the step A.

A fifth characteristic of the present embodiment is summa-
rized in that a base station device, which performs radio
communication with a user equipment using a first carrier and
a second carrier in a mobile communication system, the base
station device comprising, an uplink transmission instruction
unit configured to instruct the user equipment to transmit an
uplink signal in the first carrier and an uplink signal in the
second carrier, an uplink signal reception unit configured to
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receive an uplink signal in the first carrier and an uplink signal
in the second carrier, the uplink signal being transmitted from
the user equipment, and

a downlink signal transmission unit configured to transmit
a downlink signal in the first carrier and a downlink signal in
the second carrier to the user equipment, in which the uplink
transmission instruction unit is configured to decide whether
to instruct to transmit the uplink signal in the second carrier
based on whether the downlink signal transmission unit trans-
mits the downlink signal in the first carrier.

A sixth characteristic of the present embodiment is sum-
marized in that a base station device, which performs radio
communication with a user equipment using a first carrier and
a second carrier in a mobile communication system, the base
station device comprising, an uplink transmission instruction
unit configured to instruct the user equipment to transmit an
uplink signal in the first carrier and an uplink signal in the
second carrier, an uplink signal reception unit configured to
receive an uplink signal in the first carrier and an uplink signal
in the second carrier, the uplink signal being transmitted from
the user equipment, and a downlink signal transmission unit
configured to transmit a downlink signal in the first carrier
and a downlink signal in the second carrier to the user equip-
ment, in which the uplink transmission instruction unit is
configured to decide whether to instruct to simultaneously
transmit the uplink signal in the first carrier and the uplink
signal in the second carrier based on whether the downlink
signal transmission unit transmits the downlink signal in the
first carrier.

A seventh characteristic of the present embodiment is sum-
marized in that a base station device, which performs radio
communication with a user equipment using a first carrier and
a second carrier in a mobile communication system, the base
station device comprising, an uplink transmission instruction
unit configured to instruct the user equipment to transmit an
uplink signal in the first carrier and an uplink signal in the
second carrier, an uplink signal reception unit configured to
receive an uplink signal in the first carrier and an uplink signal
in the second carrier, the uplink signal being transmitted from
the user equipment, and a downlink signal transmission unit
configured to transmit a downlink signal in the first carrier
and a downlink signal in the second carrier to the user equip-
ment, in which the uplink transmission instruction unit is
configured to decide whether to instruct to transmit the uplink
signal in the second carrier based on whether the downlink
signal transmission unit simultaneously transmits the down-
link signal in the first carrier and the downlink signal in the
second carrier.

A eighth characteristic of the present embodiment is sum-
marized in that a mobile communication method, which per-
forms radio communication between a user equipment and a
base station device using a first carrier and a second carrier in
a mobile communication system, the mobile communication
method comprising, a step A of instructing the user equip-
ment to transmit an uplink signal in the first carrier and an
uplink signal in the second carrier, a step B of receiving the
uplink signal in the first carrier and the uplink signal in the
second carrier, the uplink signal being transmitted from the
user equipment, and a step C of transmitting a downlink
signal in the first carrier and a downlink signal in the second
carrier to the user equipment, in which in the step A, it is
decided whether to instruct to transmit the uplink signal in the
second carrier based on whether the downlink signal in the
first carrier is transmitted in the step C.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a diagram showing the entire configuration of a
mobile communication system according to a first embodi-
ment of the present invention.
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FIG. 2 is afunctional block diagram of a base station device
according to the first embodiment of the present invention.

FIG. 3 is a functional block diagram of a user equipment
according to the first embodiment of the present invention.

FIG. 4 is a sequence diagram illustrating an operation of
the mobile communication system according to the first
embodiment of the present invention.

FIG. 5 is a diagram explaining problems of a conventional
mobile communication system.

FIG. 6 is a diagram explaining problems of the conven-
tional mobile communication system.

FIG. 7 is a diagram explaining a notification method of
Capability of Carrier aggregation by a mobile station in the
mobile communication system according to the first embodi-
ment of the present invention.

FIG. 8 is a diagram explaining a notification method of
Capability of Carrier aggregation by the mobile station in the
mobile communication system according to the first embodi-
ment of the present invention.

FIG. 9 is a diagram explaining a notification method of
information and the like on a simultaneously communicable
carrier notified by the mobile station in the mobile commu-
nication system according to the first embodiment of the
present invention.

FIG. 10 is a diagram explaining a notification method of
information and the like on a simultaneously communicable
carrier notified by the mobile station in the mobile commu-
nication system according to the first embodiment of the
present invention.

FIG. 11 is a flowchart illustrating an operation of the
mobile communication system according to the first embodi-
ment of the present invention.

FIG. 12 is flowchart illustrating an operation of the mobile
communication system according to the first embodiment of
the present invention.

FIG. 13 is a flowchart illustrating an operation of the
mobile communication system according to the first embodi-
ment of the present invention.

FIG. 14 is a flowchart illustrating an operation of a mobile
communication system according to the first embodiment of
the present invention.

FIG. 15 is a flowchart illustrating an operation of the
mobile communication system according to the first embodi-
ment of the present invention.

FIG. 16 is a flowchart illustrating an operation of the
mobile communication system according to the first embodi-
ment of the present invention.

FIG. 17 is a flowchart illustrating an operation of the
mobile communication system according to the first embodi-
ment of the present invention.

FIG. 18 is a flowchart illustrating an operation of the
mobile communication system according to the first embodi-
ment of the present invention.

FIG. 19 is a flowchart illustrating an operation of the
mobile communication system according to the first embodi-
ment of the present invention.

FIG. 20 is a flowchart illustrating an operation of the
mobile communication system according to the first embodi-
ment of the present invention.

DETAILED DESCRIPTION

Configuration of Mobile Communication System
According to First Embodiment of the Present
Invention

With reference to FIG. 1 to FIG. 3, the configuration of a
mobile communication system according to the first embodi-
ment of the present invention will be described.
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The mobile communication system according to the
present embodiment is an ['TE-advanced mobile communi-
cation system, and is configured such that the “Carrier aggre-
gation” is applicable.

In the mobile communication system according to the
present embodiment, radio communication is configured to
be performed between a user equipment UE and a base station
device eNB using a plurality of carriers (frequency bands), for
example, a first carrier and a second carrier, as illustrated in
FIG. 6.

In addition, in the present specification, the case in which a
downlink signal of the first carrier and an uplink signal in the
second carrier interfere with each other will be described as
an example. That is, in the example of the present specifica-
tion, the uplink signal in the second carrier causes interfer-
ence to the downlink signal of the first carrier. The present
invention is also applicable to cases other than the above case.
For example, the present invention is also applicable to the
case in which three or more carriers exist and interference
occurs among a plurality of carriers.

Furthermore, a positional relation in a frequency direction
between the first carrier and the second carrier illustrated in
FIG. 6 is an example, and positional relations in a frequency
direction other than the positional relation illustrated in FIG.
6 may exist.

Furthermore, in the mobile communication system accord-
ing to the present embodiment, it is assumed that an uplink
signal in the first carrier does not cause interference to the
downlink signal in the first carrier or a downlink signal in the
second carrier.

In the mobile communication system according to the
present embodiment, as illustrated in FIG. 1, in an uplink, for
example, a control signal is configured to be transmitted
through PUCCH (Physical Uplink Control Channel), and a
data signal is configured to be transmitted through PUSCH
(Physical Uplink Shared Channel).

Furthermore, in the mobile communication system accord-
ing to the present embodiment, as illustrated in FIG. 1, for
example, in a downlink, a control signal is configured to be
transmitted through PDCCH (Physical Downlink Control
Channel), and a data signal is configured to be transmitted
through PDSCH (Physical Downlink Shared Channel).

As illustrated in FIG. 2, the base station device eNB
according to the present embodiment includes a downlink
resource assignment unit 11, an uplink resource assignment
unit 12, a control signal reception unit 13, a simultaneous
communication instruction unit 14, a downlink signal trans-
mission unit 15, an uplink transmission instruction unit 16, an
uplink signal reception unit 17, and a measurement instruc-
tion unit 18.

The downlink resource assignment unit 11 is configured to
assign a radio resource for a downlink signal to the user
equipment UE.

In addition, the radio resource for the downlink signal,
which is assigned by the downlink resource assignment unit
11, may be notified to the user equipment UE through the
signaling of a physical layer, a MAC layer, or an RRC layer.

Here, the downlink signal may be at least one of'a downlink
shared channel signal, a downlink data channel signal, a
downlink control channel signal, a downlink control signal
for instructing uplink transmission, a downlink control signal
for notifying downlink transmission, transmission acknowl-
edgement information on an uplink shared channel signal, a
downlink signal to which Semi-persistent Scheduling is
applied, transmission acknowledgement information on an
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uplink signal to which the Semi-persistent Scheduling is
applied, a paging signal, and DCCH (Dedicated Control
Channel (DCCH)).

More specifically, the downlink resource assignment unit
11 may also be configured to assign in the second carrier a
radio resource for the downlink shared channel signal or the
downlink data channel signal.

Here, in the second carrier, assigning a radio resource for
the downlink control channel signal may also indicate the
transmission of the downlink shared channel signal or the
downlink data channel signal in the second carrier.

In this case, even when radio communication is performed
between the user equipment UE and the base station device
eNB using the first carrier and the second carrier, the down-
link shared channel signal or the downlink data channel signal
is transmitted through the second carrier.

More specifically, the downlink resource assignment unit
11 may also be configured to assign a radio resource for the
downlink control channel signal (PDCCH: Physical Down-
link Control Channel) in the second carrier. Here, in the
second carrier, assigning the radio resource for the downlink
control channel signal may also indicate the transmission of
the downlink control channel signal in the second carrier. In
this case, even when radio communication is performed
between the user equipment UE and the base station device
eNB using the first carrier and the second carrier, the down-
link control channel signal is transmitted through the second
carrier. The downlink control channel signal may also include
the downlink control signal for instructing uplink transmis-
sion or the downlink control signal for notifying downlink
transmission.

More specifically, the downlink resource assignment unit
11 may also be configured to assign a radio resource for the
transmission acknowledgement information on the uplink
shared channel signal in the second carrier.

Here, in the second carrier, assigning the radio resource for
the transmission acknowledgement information on the uplink
shared channel signal may also indicate the transmission of
the transmission acknowledgement information on the uplink
shared channel signal in the second carrier.

In this case, even when radio communication is performed
between the user equipment UE and the base station device
eNB using the first carrier and the second carrier, the trans-
mission acknowledgement information on the uplink shared
channel signal is transmitted through the second carrier.

More specifically, the downlink resource assignment unit
11 may also be configured to assign a radio resource for the
downlink signal, to which the Semi-persistent Scheduling is
applied, in the second carrier.

Here, in the second carrier, assigning the radio resource for
the downlink signal, to which the Semi-persistent Scheduling
is applied, may also indicate the transmission of the downlink
signal, to which the Semi-persistent Scheduling is applied, in
the second carrier.

In this case, even when radio communication is performed
between the user equipment UE and the base station device
eNB using the first carrier and the second carrier, the down-
link signal, to which the Semi-persistent Scheduling is
applied, is transmitted through the second carrier.

More specifically, the downlink resource assignment unit
11 may also be configured to assign a radio resource for the
transmission acknowledgement information on the uplink
signal, to which the Semi-persistent Scheduling is applied, in
the second carrier.

Here, in the second carrier, assigning the radio resource for
the transmission acknowledgement information on the uplink
signal, to which the Semi-persistent Scheduling is applied,
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may also mean the transmission of the transmission acknowl-
edgement information on the uplink signal, to which the
Semi-persistent Scheduling is applied, in the second carrier.

In this case, even when radio communication is performed
between the user equipment UE and the base station device
eNB using the first carrier and the second carrier, the trans-
mission acknowledgement information on the uplink signal,
to which the Semi-persistent Scheduling is applied, is trans-
mitted through the second carrier.

More specifically, the downlink resource assignment unit
11 may also be configured to assign a radio resource for the
paging signal in the second carrier.

Here, in the second carrier, assigning the radio resource for
the paging signal may also mean the transmission of the
paging signal in the second carrier.

In this case, even when radio communication is performed
between the user equipment UE and the base station device
eNB using the first carrier and the second carrier, the paging
signal is transmitted through the second carrier.

More specifically, the downlink resource assignment unit
11 may also be configured to assign a radio resource for
DCCH (Dedicated Control Channel (DCCH)) in the second
carrier.

Here, in the second carrier, assigning the radio resource for
the dedicated control channel may also mean the transmission
of the dedicated control channel in the second carrier.

In this case, even when radio communication is performed
between the user equipment UE and the base station device
eNB using the first carrier and the second carrier, the dedi-
cated control channel is transmitted through the second car-
rier.

As described above, the radio resource of the downlink
signal is assigned in the second carrier not affected by adverse
influence from the uplink signal of the second carrier, so that
it is possible to avoid the problem that the uplink signal of the
second carrier degrades the reception characteristics of the
downlink signal of the first carrier.

Furthermore, for example, the downlink resource assign-
ment unit 11 may also be configured to assign a radio resource
for the downlink signal in the second carrier to a user equip-
ment UE capable of simultaneously communicating through
the first carrier and the second carrier, that is, a user equip-
ment UE having “Capability” of “Carrier aggregation”, and
may also be configured to assign a radio resource for the
downlink signal in the first carrier to a user equipment UE not
capable of simultaneously communicating through the first
carrier and the second carrier, that is, a user equipment UE
having no “Capability” of the “Carrier aggregation”.

In addition, the Capability of the Carrier aggregation may
also be notified from a user equipment UE. In this case, the
Capability of the Carrier aggregation may also be notified to
the downlink resource assignment unit 11 from a user equip-
ment UE via the control signal reception unit 13.

The Capability of the Carrier aggregation may also be
notified from a user equipment UE by a configuration as
illustrated in FIG. 7 or FIG. 8 as will be described later.

More specifically, the downlink resource assignment unit
11 may also be configured to assign a radio resource for the
downlink control channel signal (PDCCH: Physical Down-
link Control Channel) in the second carrier to the user equip-
ment UE capable of simultaneously communicating through
the first carrier and the second carrier, that is, the user equip-
ment UE having “Capability” of “Carrier aggregation”, and
may also be configured to assign a radio resource for the
downlink control channel signal (PDCCH: Physical Down-
link Control Channel) in the first carrier to the user equipment
UE not capable of simultaneously communicating through
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the first carrier and the second carrier, that is, the user equip-
ment UE having no “Capability” of the “Carrier aggrega-
tion”.

In addition, in the above-mentioned example, in relation to
the downlink control channel signal, based on whether it is
possible for the user equipment UE to simultaneously com-
municate through the first carrier and the second carrier,
whether the radio resource in the first carrier is assigned or the
radio resource in the second carrier is assigned is decided.
However, instead, the same process may also be performed
with respect to the downlink shared channel signal, the down-
link data channel signal, the downlink control signal for
instructing uplink transmission, the downlink control signal
for notifying downlink transmission, the transmission
acknowledgement information on the uplink shared channel
signal, the downlink signal to which the Semi-persistent
Scheduling is applied, the transmission acknowledgement
information on the uplink signal to which the Semi-persistent
Scheduling is applied, the paging signal, or the dedicated
control channel.

Alternatively, the downlink resource assignment unit 11
may also be configured to decide a carrier, in which the radio
resource for the downlink signal is to be assigned, based on
information regarding whether uplink transmission of the
first carrier and the second carrier is possible, which has been
received in the control signal reception unit 13.

For example, the downlink resource assignment unit 11
may also be configured to assign the radio resource for the
downlink signal in the first carrier to a user equipment UE in
which the uplink transmission of the first carrier is possible
and the uplink transmission of the second carrier is not pos-
sible, and may also be configured to assign the radio resource
for the downlink signal in the second carrier to a user equip-
ment UE in which the uplink transmission of the first carrier
is not possible and the uplink transmission of the second
carrier is possible.

Furthermore, the downlink resource assignment unit 11
may also be configured to assign the radio resource for the
downlink signal in the second carrier to a user equipment UE
in which the uplink transmission of the first carrier is possible
and the uplink transmission of the second carrier is possible.

Alternatively, the downlink resource assignment unit 11
may also be configured to decide a carrier, in which the radio
resource for the downlink signal is to be assigned, based on
information regarding whether to perform simultaneous com-
munication using a plurality of carriers, which has been
received in the simultaneous communication instruction unit
14.

For example, the downlink resource assignment unit 11
may also be configured to assign the radio resource for the
downlink signal in the second carrier to a user equipment UE
which performs the simultaneous communication using the
plurality of carriers, and may also be configured to assign the
radio resource for the downlink signal in the first carrier to a
user equipment UE which does not perform the simultaneous
communication using the plurality of carriers. In addition, the
downlink resource assignment unit 11 may also be configured
to assign the radio resource for the downlink signal in the first
carrier by setting the first carrier as “Anchor Carrier”, and to
assign the radio resource for the downlink signal in the second
carrier by setting the second carrier as the “Anchor Carrier”.

Here, the Anchor Carrier may also be defined as a carrier
through which the downlink control channel signal is trans-
mitted, a carrier through which the downlink control signal
for instructing uplink transmission is transmitted, a carrier
through which the downlink control signal for notifying
downlink transmission is transmitted, a carrier through which
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the transmission acknowledgement information on the uplink
shared channel signal is transmitted, a carrier through which
the downlink signal, to which the Semi-persistent Scheduling
is applied, is transmitted, a carrier through which the trans-
mission acknowledgement information on the uplink signal,
to which the Semi-persistent Scheduling is applied, is trans-
mitted, a carrier through which the paging signal is transmit-
ted, or a carrier through which the DCCH (Dedicated Control
Channel (DCCH)) is transmitted.

Alternatively, the Anchor Carrier may also be defined as a
carrier in which measurement is performed. Alternatively, the
Anchor Carrier may also be defined by a combination of the
above-mentioned definitions.

Here, the DCCH may include “Measurement Report”,
“Handover Command (a handover command signal)”, or
“Handover Complete (a handover complete signal)”.

The “Anchor Carrier” may also be called “Main Carrier”.
Alternatively, the Anchor Carrier may also be called Primary
Carrier. Furthermore, a serving cell in the Primary Carrier
may also be called Primary Cell (Pcell).

Thatis, the downlink resource assignment unit 11 may also
be configured to set the second carrier as the Primary Carrier.
In this case, the second carrier not affected by adverse influ-
ence from the uplink signal of the second carrier is set as the
Primary Carrier, so that it is possible to avoid the problem that
the uplink signal of the second carrier degrades the reception
characteristics of the downlink signal of the first carrier.

Alternatively, the downlink resource assignment unit 11
may also be configured to set the second carrier as the Primary
Carrier with respect to the user equipment UE capable of
simultaneously communicating through the first carrier and
the second carrier, that is, the user equipment UE having the
“Capability” of the “Carrier aggregation”, and may also be
configured to set communication through the first carrier with
respect to the user equipment UE not capable of simulta-
neously communicating through the first carrier and the sec-
ond carrier, that is, the user equipment UE having no “Capa-
bility” of the “Carrier aggregation”.

Alternatively, the downlink resource assignment unit 11
may also be configured to decide a carrier to be set as the
Primary Carrier, based on the information regarding whether
the uplink transmission of the first carrier and the second
carrier is possible, which has been received in the control
signal reception unit 13.

For example, the downlink resource assignment unit 11
may also be configured to set the first carrier as the Primary
Carrier with respect to the user equipment UE in which the
uplink transmission of the first carrier is possible and the
uplink transmission of the second carrier is not possible, and
may also be configured to set the second carrier as the Primary
Carrier with respect to the user equipment UE in which the
uplink transmission of the first carrier is not possible and the
uplink transmission of the second carrier is possible.

Furthermore, the downlink resource assignment unit 11
may also be configured to set the second carrier as the Primary
Carrier with respect to the user equipment UE in which the
uplink transmission of the first carrier is possible and the
uplink transmission of the second carrier is possible.

Alternatively, the downlink resource assignment unit 11
may also be configured to decide a carrier to be set as the
Primary Carrier, based on the information regarding whether
to perform the simultaneous communication using the plural-
ity of carriers, which has been received in the simultaneous
communication instruction unit 14.

For example, the downlink resource assignment unit 11
may also be configured to set the second carrier as the Primary
Carrier with respect to the user equipment UE which per-
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forms the simultaneous communication using the plurality of
carriers, and may also be configured to set the first carrier as
the Primary Carrier with respect to the user equipment UE
which does not perform the simultaneous communication
using the plurality of carriers.

The uplink resource assignment unit 12 is configured to
assign a radio resource for an uplink signal to a user equip-
ment UE.

In addition, the radio resource for the uplink signal
assigned by the uplink resource assignment unit 12 may also
be notified to the user equipment UE through the signaling of
a physical layer, a MAC layer, or an RRC layer. Here, the
uplink signal may be at least one of an uplink shared channel
signal, an uplink data channel signal, an uplink control chan-
nel signal, a control signal for notifying a downlink channel
state, transmission acknowledgement information on a down-
link shared channel signal, a scheduling request, a reference
signal for sounding, a random access channel signal, an
uplink signal to which the Semi-persistent Scheduling is
applied, transmission acknowledgement information on a
downlink signal to which the Semi-persistent Scheduling is
applied, and the DCCH (Dedicated Control Channel).

More specifically, the uplink resource assignment unit 12
may also be configured to assign a radio resource for the
uplink shared channel signal or the uplink data channel signal
in the first carrier.

Here, in the first carrier, assigning the radio resource for the
uplink shared channel signal or the uplink data channel signal
may also mean to instruct to transmit the uplink shared chan-
nel signal or the uplink data channel signal in the first carrier
to the user equipment UE.

In this case, even when radio communication is performed
between the user equipment UE and the base station device
eNB using the first carrier and the second carrier, the uplink
shared channel signal or the uplink data channel signal is
transmitted through the first carrier.

Alternatively, more specifically, the uplink resource
assignment unit 12 may also be configured to assign a radio
resource for the uplink control channel signal in the first
carrier.

Here, in the first carrier, assigning the radio resource for the
uplink control channel signal may also mean to instruct to
transmit the uplink control channel signal in the first carrier to
the user equipment UE.

In this case, even when radio communication is performed
between the user equipment UE and the base station device
eNB using the first carrier and the second carrier, the uplink
control channel signal is transmitted through the first carrier.

Here, the uplink control channel signal may also include at
least one of the control signal for notifying the downlink
channel state, the transmission acknowledgement informa-
tion on the downlink shared channel signal, the scheduling
request, and the transmission acknowledgement information
on the downlink signal to which the Semi-persistent Sched-
uling is applied.

Alternatively, more specifically, the uplink resource
assignment unit 12 may also be configured to assign a radio
resource for the reference signal for sounding in the first
carrier.

Here, in the first carrier, assigning the radio resource for the
reference signal for sounding may also mean to instruct to
transmit the reference signal for sounding in the first carrier to
the user equipment UE.

In this case, even when radio communication is performed
between the user equipment UE and the base station device
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eNB using the first carrier and the second carrier, the refer-
ence signal for sounding is transmitted through the first car-
rier.

Alternatively, more specifically, the uplink resource
assignment unit 12 may also be configured to assign a radio
resource for the random access channel signal in the first
carrier.

In the first carrier, assigning the radio resource for the
random access channel signal may also mean to instruct to
transmit the random access channel signal in the first carrier
to the user equipment UE.

In this case, even when radio communication is performed
between the user equipment UE and the base station device
eNB using the first carrier and the second carrier, the random
access channel signal is transmitted through the first carrier.

Alternatively, more specifically, the uplink resource
assignment unit 12 may also be configured to assign a radio
resource for the uplink signal, to which the Semi-persistent
Scheduling is applied, in the first carrier.

Here, in the first carrier, assigning the radio resource for the
uplink signal, to which the Semi-persistent Scheduling is
applied, may also mean to instruct to transmit to the user
equipment UE the uplink signal, to which the Semi-persistent
Scheduling is applied, in the first carrier.

In this case, even when radio communication is performed
between the user equipment UE and the base station device
eNB using the first carrier and the second carrier, the uplink
signal, to which the Semi-persistent Scheduling is applied, is
transmitted through the first carrier.

Alternatively, more specifically, the uplink resource
assignment unit 12 may also be configured to assign a radio
resource for the dedicated control channel in the first carrier.

Here, in the first carrier, assigning the radio resource for the
dedicated control channel may also mean to instruct to trans-
mit the dedicated control channel in the first carrier to the user
equipment UE.

In this case, even when radio communication is performed
between the user equipment UE and the base station device
eNB using the first carrier and the second carrier, the dedi-
cated control channel is transmitted through the first carrier.

Furthermore, for example, the uplink resource assignment
unit 12 may also be configured to assign a radio resource for
the uplink signal in the first carrier to the user equipment UE
capable of simultaneously communicating through the first
carrier and the second carrier, and may also be configured to
assign a radio resource for the uplink signal in the second
carrier to the user equipment UE not capable of simulta-
neously communicating through the first carrier and the sec-
ond carrier.

In addition, information regarding whether it is possible to
simultaneously communicate through the first carrier and the
second carrier may also be notified from a user equipment
UE. In this case, the information regarding whether it is
possible to simultaneously communicate through the first
carrier and the second carrier may also be notified to the
uplink resource assignment unit 12 from a user equipment UE
via the control signal reception unit 13.

The Capability of the Carrier aggregation may also be
notified from a user equipment UE by a configuration as
illustrated in FIG. 7 or FIG. 8 as will be described later.

More specifically, the uplink resource assignment unit 12
may also be configured to assign a radio resource for the
uplink control channel signal in the first carrier to the user
equipment UE capable of simultaneously communicating
through the first carrier and the second carrier, and may also
be configured to assign a radio resource for the uplink control
channel signal in the second carrier to the user equipment UE
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not capable of simultaneously communicating through the
first carrier and the second carrier.

In addition, in the above-mentioned example, in relation to
the uplink control channel signal, based on whether it is
possible for the user equipment UE to simultaneously com-
municate through the first carrier and the second carrier,
whether the radio resource in the first carrier is assigned or the
radio resource in the second carrier is assigned is decided.
However, instead, the same process may also be performed
with respect to the uplink shared channel signal, the uplink
data channel signal, the control signal for notifying the down-
link channel state, the transmission acknowledgement infor-
mation on the downlink shared channel signal, the scheduling
request, the reference signal for sounding, the random access
channel signal, the uplink signal to which the Semi-persistent
Scheduling is applied, the transmission acknowledgement
information on the downlink signal to which the Semi-per-
sistent Scheduling is applied, or the dedicated control chan-
nel.

Alternatively, the uplink resource assignment unit 12 may
also be configured to decide a carrier, in which the radio
resource for the uplink signal is to be assigned, based on the
information regarding whether uplink transmission of the
first carrier and the second carrier is possible, which has been
received in the control signal reception unit 13. For example,
the uplink resource assignment unit 12 may also be config-
ured to assign the radio resource for the uplink signal in the
first carrier to a user equipment UE in which the uplink
transmission of the first carrier is possible and the uplink
transmission of the second carrier is not possible, and may
also be configured to assign the radio resource for the uplink
signal in the second carrier to a user equipment UE in which
the uplink transmission of the first carrier is not possible and
the uplink transmission of the second carrier is possible.
Furthermore, the uplink resource assignment unit 12 may also
be configured to assign the radio resource for the uplink signal
in the first carrier to a user equipment UE in which the uplink
transmission of the first carrier is possible and the uplink
transmission of the second carrier is possible.

Alternatively, the uplink resource assignment unit 12 may
also be configured to decide a carrier, in which the radio
resource for the uplink signal is to be assigned, based on the
information regarding whether to perform simultaneous com-
munication using a plurality of carriers, which has been
received in the simultaneous communication instruction unit
14. For example, the uplink resource assignment unit 12 may
also be configured to assign the radio resource for the uplink
signal in the first carrier to a user equipment UE which per-
forms the simultaneous communication using the plurality of
carriers, and may also be configured to assign the radio
resource for the uplink signal in the second carrier to a user
equipment UE which does not perform simultaneous com-
munication using the plurality of carriers.

In addition, the uplink resource assignment unit 12 may
also be configured to assign the radio resource for the uplink
signal in the first carrier by setting the first carrier as “Anchor
Carrier”.

In addition, the uplink resource assignment unit 12 may
also be configured to assign the radio resource for the uplink
signal in the first carrier by setting the first carrier as the
Anchor Carrier, and to assign the radio resource for the uplink
signal in the second carrier by setting the second carrier as the
“Anchor Carrier”.

Here, the Anchor Carrier may also be defined as a carrier
through which the uplink control channel signal is transmit-
ted, a carrier through which the control signal for notifying
the downlink channel state is transmitted, a carrier through
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which the transmission acknowledgement information on the
downlink shared channel signal is transmitted, a carrier
through which the scheduling request is transmitted, a carrier
through which the random access channel signal is transmit-
ted, a carrier through which the uplink signal, to which the
Semi-persistent Scheduling is applied, is transmitted, or a
carrier through which the transmission acknowledgement
information on the downlink signal, to which the Semi-per-
sistent Scheduling is applied, is transmitted. Alternatively, the
Anchor Carrier may also be defined by a combination of the
above-mentioned definitions. Alternatively, the Anchor Car-
rier may also be called Primary Carrier. Furthermore, a serv-
ing cell in the Primary Carrier may also be called Primary Cell
(Pcell).

The control signal receptionunit 13 is configured to receive
a control signal for notifying the “Capability” of a user equip-
ment UE from the user equipment UE.

Here, the control signal includes information on simulta-
neously communicable carriers and information on a carrier
capable of transmitting an uplink signal among the simulta-
neously communicable carriers.

For example, the information on simultaneously commu-
nicable carriers and the information on a carrier capable of
transmitting an uplink signal among the simultaneously com-
municable carriers may also be notified as a part of Radio
Frequency parameters (RF parameters) of a message for noti-
fying the Capability of a user equipment UE.

More specifically, the information on simultaneously com-
municable carriers and the information on a carrier capable of
transmitting an uplink signal among the simultaneously com-
municable carriers may also be notified by the configuration
as illustrated in FIG. 7.

That is, a list of frequency band indicators may also be
notified as the information on simultaneously communicable
carriers, and whether the uplink transmission is possible, for
example, YES or NO may also be notified to respective fre-
quency bands.

Furthermore, FIG. 8 illustrates an example of the case in
which two carriers can simultaneously communicate. In FI1G.
8, a carrier in a Band 1 and a carrier in a Band 3 can simul-
taneously communicate, and it is notified that the uplink
transmission is possible in the Band 3 (the first carrier) and is
not possible in the Band 1 (the second carrier).

Alternatively, for example, the information on simulta-
neously communicable carriers and the information on a car-
rier capable of transmitting an uplink signal among the simul-
taneously communicable carriers may also be notified by the
configuration as illustrated in FIG. 9.

That is, a list of frequency band indicators may also be
notified as the information on simultaneously communicable
carriers, and a category for the uplink transmission may also
be notified to respective frequency bands.

Here, the category for the uplink transmission may also be
decided based on the degree by which the uplink transmission
causes adverse influence, that is, interference power, to a
downlink when the uplink transmission is performed in the
frequency band.

Furthermore, the category may also be a category sepa-
rately defined as a performance definition of a user equipment
UE.

More specifically, a category A may also be defined as a
category which does not cause adverse influence to the down-
link, a category B is a category which slightly causes adverse
influence to the downlink, and a category C is a category
which significantly causes adverse influence to the downlink.

Alternatively, the categories A, B, and C may also be
decided by a definition value in the above-mentioned perfor-



US 9,288,811 B2

15

mance definition. Furthermore, the category C may also be a
category for prohibiting the uplink transmission in the fre-
quency band.

Furthermore, FIG. 10 illustrates an example of the case in
which two carriers can simultaneously communicate. In FI1G.
10, a carrier in a Band 1 and a carrier in a Band 3 can
simultaneously communicate, the category A, in which the
uplink transmission is possible in the Band 3 (the first carrier),
is notified, and the category B, in which the uplink transmis-
sion in the Band 1 (the second carrier) slightly causes adverse
influence to a downlink signal, is notified.

In addition, in the above-mentioned example, the fre-
quency band indicator is notified as the carrier information.
However, instead, a frequency of an uplink carrier or a fre-
quency of a downlink carrier may also be notified.

Furthermore, the carrier frequency may also be specified
by EARFCN (E-UTRA Absolute Radio Frequency Channel
Number).

Alternatively, separately, the first carrier or the second
carrier may also be notified as the carrier information, and in
relation to the first carrier and the second carrier, a bit for
notifying the possibility of the uplink transmission may also
be defined.

In addition, the control signal reception unit 13 notifies the
downlink resource assignment unit 11, the uplink resource
assignment unit 12, the downlink transmission unit 15, and
the uplink transmission instruction unit 16 of the control
signal for notitying the “Capability”, that is, the information
on simultaneously communicable carriers, and the informa-
tion on a carrier capable of transmitting an uplink signal
among the simultaneously communicable carriers.

Here, the information on a carrier capable of transmitting
an uplink signal among the simultaneously communicable
carriers includes information regarding the possibility of the
uplink transmission of the first carrier and the second carrier.

The simultaneous communication instruction unit 14 is
configured to instruct a user equipment UE to simultaneously
communicate (thatis, “Carrier aggregation”) using a plurality
of carriers. Here, the simultaneous communication instruc-
tion unit 14 may also be configured to instruct the user equip-
ment UE to simultaneously communicate using a plurality of
carriers by setting a secondary carrier using an RRC message,
in addition to the primary carrier. Alternatively, the simulta-
neous communication instruction unit 14 may also be con-
figured to instruct the user equipment UE not to simulta-
neously communicate using a plurality of carriers by deleting
the secondary carrier using the RRC message. The setting/
deletion of the secondary carrier may be performed only for
an uplink, performed only for a downlink, or performed for
both the uplink and the downlink.

Alternatively, the simultaneous communication instruc-
tion unit 14 may also be configured to instruct the user equip-
ment UE to simultaneously communicate using a plurality of
carriers by activating the secondary carrier using a control
signal of a MAC layer. Alternatively, the simultaneous com-
munication instruction unit 14 may also be configured to
instruct the user equipment UE not to simultaneously com-
municate using a plurality of carriers by deactivating the
secondary carrier using the control signal of the MAC layer.
The activation/deactivation of the secondary carrier may be
performed only for the uplink, performed only for the down-
link, or performed for both the uplink and the downlink.

For example, the simultaneous communication instruction
unit 14 may also be configured to decide whether to instruct
(ON/OFF) the user equipment UE to simultaneously commu-
nicate using a plurality of carriers based on at least one of path
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loss between the base station device eNB and the user equip-
ment UE, downlink radio quality, and downlink channel state
information.

In addition, the path loss, the downlink radio quality, and
the downlink channel state information may also be notified
by the user equipment UE.

Here, the downlink radio quality may be at least one of a
reception level (RSRP), SIR, a Channel Quality Indicator,
and RSRQ of a downlink reference signal.

Furthermore, the path loss may also be calculated from
transmission power in the user equipment UE ofthe reference
signal for sounding transmitted from the user equipment UE,
and received power of the base station device eNB.

In addition, the transmission power in the user equipment
UE of the reference signal for sounding may also be calcu-
lated by a Power headroom reported from the user equipment
UE.

Alternatively, the path loss may also be directly calculated
from the Power headroom reported from the user equipment
UE. In this case, it is assumed that the Power headroom is
calculated using path loss held by the user equipment UE, and
information other than the path loss.

For example, the simultaneous communication instruction
unit 14 may also be configured to decide not to simulta-
neously communicate using a plurality of carriers when the
path loss between the base station device eNB and the user
equipment UE is equal to or more than a predetermined
threshold value, and decide to simultaneously communicate
using a plurality of carriers in other cases.

Alternatively, the simultaneous communication instruc-
tion unit 14 may also be configured to decide to simulta-
neously communicate using a plurality of carriers when the
downlink radio quality is equal to or more than a predeter-
mined threshold value, and decide not to simultaneously
communicate using a plurality of carriers in other cases.

Here, the path loss being equal to or more than the prede-
termined threshold value or not may also indicate that path
loss of the first carrier between the user equipment UE and the
base station device eNB is equal to or more than the threshold
value or not, or path loss of the second carrier between the
user equipment UE and the base station device eNB is equal
to or more than the threshold value or not.

Alternatively, the path loss being equal to or more than the
predetermined threshold value or not may also mean that a
value obtained by subtracting the path loss of the first carrier
from the path loss of the second carrier is equal to or more
than the threshold value or not.

In this case, the simultaneous communication instruction
unit 14 may also be configured to decide to simultaneously
communicate using a plurality of carriers when the value
obtained by subtracting the path loss of the first carrier from
the path loss of the second carrier is not equal to or more than
the threshold value, and decide not to simultaneously com-
municate using a plurality of carriers in other cases.

That is, the path loss is not limited to an absolute value of
the path loss of the first carrier and an absolute value of the
pathloss ofthe second carrier between the user equipment UE
and the base station device eNB. For example, the path loss
may also include relative values of the path loss of the first
carrier and the path loss of the second carrier.

In this way, for example, when the simultaneous commu-
nication instruction unit 14 judges that the path loss of the first
carrier and the path loss of the second carrier are sufficient for
performing single carrier communication through the respec-
tive carriers, and uplink transmission through the second
carrier and simultaneous downlink reception through the first
carrier and the second carrier can be implemented, it is pos-
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sible to more accurately judge and avoid the case in which the
path loss of the second carrier is large, that is, transmission
power is large and the path loss of the first carrier is large, that
is, a reception signal level is small, resulting in the relative
degradation of reception signal quality of the first carrier due
to a transmission signal of the second carrier.

Furthermore, the predetermined threshold value of the path
loss may also include path loss between the user equipment
UE and a base station device, other than the base station
device eNB, in addition to the path loss between the user
equipment UE and the base station device eNB.

That is, in the calculation of the above-mentioned path loss,
the position of an antenna of a base station device which
communicates using the first carrier may be different from the
position of an antenna of a base station device which com-
municates using the second carrier.

In this way, for example, in relation to the path loss of the
first carrier and the path loss of the second carrier between the
user equipment UE and the base station device eNB, even
when the path loss of the second carrier is large and the
simultaneous communication instruction unit 14 judges that
the “Carrier aggregation” is not possible, if the path loss of the
first carrier between the user equipment UE and a base station
device, other than the base station device eNB, is small, it is
possible to perform the “Carrier aggregation”™.

Furthermore, when the downlink resource assignment unit
11 assigns a radio resource in the first carrier to a user equip-
ment UE capable of simultaneously communicating through
the first carrier and the second carrier, the simultaneous com-
munication instruction unit 14 may also be configured to
notify that the simultaneous communication through the first
carrier and the second carrier is not possible (OFF).

Furthermore, when the uplink resource assignment unit 12
assigns a radio resource in the second carrier to the user
equipment UE capable of simultaneously communicating
through the first carrier and the second carrier, the simulta-
neous communication instruction unit 14 may also be con-
figured to notify that the simultaneous communication
through the first carrier and the second carrier is not possible
(OFF).

Furthermore, the simultaneous communication instruction
unit 14 notifies the downlink resource assignment unit 11, the
uplink resource assignment unit 12, the downlink signal
transmission unit 15, and the uplink signal transmission
instruction unit 16 of a decision as to whether to simulta-
neously communicate using a plurality of carriers.

The downlink signal transmission unit 15 includes a first
carrier downlink signal transmission unit 15¢ and a second
carrier downlink signal transmission unit 155.

The first carrier downlink signal transmission unit 154 is
configured to transmit a downlink signal in the first carrier to
a user equipment UE, and the second carrier downlink signal
transmission unit 156 is configured to transmit a downlink
signal in the second carrier to the user equipment UE.

In addition, the downlink signal, for example, may be the
downlink shared channel signal, the downlink data channel
signal, the downlink control channel signal, the downlink
control signal for instructing uplink transmission, the down-
link control signal for notifying downlink transmission, the
paging signal, or the DCCH.

In detail, the first carrier downlink signal transmission unit
15a may also be configured to decide whether to transmit the
downlink signal in the first carrier based on whether a second
carrier uplink signal reception unit 175 receives an uplink
signal in the second carrier.

Here, the uplink signal, for example, includes at least one
of the uplink shared channel signal, the uplink data channel
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signal, the uplink control channel signal, the control signal for
notifying a downlink channel state, the transmission
acknowledgement information on a downlink shared channel
signal, the scheduling request, the reference signal for sound-
ing, the random access channel signal, the uplink signal to
which the Semi-persistent Scheduling is applied, the trans-
mission acknowledgement information on a downlink signal
to which the Semi-persistent Scheduling is applied, and the
DCCH (Dedicated Control Channel).

For example, the first carrier downlink signal transmission
unit 15a may also be configured not to transmit the downlink
signal in the first carrier at the time frame at which the second
carrier uplink signal reception unit 175 receives the uplink
signal in the second carrier, and may also be configured to
transmit the downlink signal in the first carrier at the time
frame at which the second carrier uplink signal reception unit
1756 does not receive the uplink signal in the second carrier.

Furthermore, the second carrier downlink signal transmis-
sion unit 156 may also be configured to recognize non-trans-
mission of the downlink signal in the first carrier by the first
carrier downlink signal transmission unit 15¢ at the time
frame at which the second carrier uplink signal reception unit
175 receives the uplink signal in the second carrier, and trans-
mit the downlink signal in the second carrier.

Furthermore, the time frame, for example, may also be
called a subframe or TTI (Transmission Time Interval). Fur-
thermore, for example, the length of the time frame may also
be 1 ms.

Furthermore, the first carrier downlink signal transmission
unit 154 and the second carrier downlink signal transmission
unit 156 may also be configured to decide whether to perform
the simultaneous transmission (that is, “Carrier aggregation™)
of the downlink signal in the first carrier and the downlink
signal in the second carrier based on whether the second
carrier uplink signal reception unit 175 receives the uplink
signal in the second carrier.

For example, the first carrier downlink signal transmission
unit 154 and the second carrier downlink signal transmission
unit 156 may also be configured not to simultaneously trans-
mit the downlink signal in the first carrier and the downlink
signal in the second carrier at the time frame at which the
second carrier uplink signal reception unit 175 receives the
uplink signal in the second carrier, and may also be config-
ured to simultaneously transmit the downlink signal in the
first carrier and the downlink signal in the second carrier at the
time frame at which the second carrier uplink signal reception
unit 175 does not receive the uplink signal in the second
carrier.

Moreover, the first carrier downlink signal transmission
unit 15a may also be configured to decide whether to transmit
the downlink signal in the first carrier based on whether a first
carrier uplink signal reception unit 17« and the second carrier
uplink signal reception unit 175 simultaneously receive the
uplink signal in the first carrier and the uplink signal in the
second carrier.

For example, the first carrier downlink signal transmission
unit 15a may also be configured not to transmit the downlink
signal in the first carrier at the time frame at which the first
carrier uplink signal reception unit 17« and the second carrier
uplink signal reception unit 175 simultaneously receive the
uplink signal in the first carrier and the uplink signal in the
second carrier, and may also be configured to transmit the
downlink signal in the first carrier at the time frame at which
the first carrier uplink signal reception unit 17a¢ and the sec-
ond carrier uplink signal reception unit 175 do not simulta-
neously receive the uplink signal in the first carrier and the
uplink signal in the second carrier.
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Moreover, the first carrier downlink signal transmission
unit 154 may also be configured to decide whether to simul-
taneously transmit (that is, “Carrier aggregation”) the down-
link signal in the first carrier and the downlink signal in the
second carrier based on whether the first carrier uplink signal
reception unit 17a and the second carrier uplink signal recep-
tion unit 176 simultaneously receive the uplink signal in the
first carrier and the uplink signal in the second carrier.

For example, the first carrier downlink signal transmission
unit 154 may also be configured not to simultaneously trans-
mit the downlink signal in the first carrier and the downlink
signal in the second carrier at the time frame at which the first
carrier uplink signal reception unit 17« and the second carrier
uplink signal reception unit 175 simultaneously receive the
uplink signal in the first carrier and the uplink signal in the
second carrier, and may also be configured to simultaneously
transmit the downlink signal in the first carrier and the down-
link signal in the second carrier at the time frame at which the
first carrier uplink signal reception unit 17a and the second
carrier uplink signal reception unit 175 do not simultaneously
receive the uplink signal in the first carrier and the uplink
signal in the second carrier.

Furthermore, the first carrier downlink signal transmission
unit 15a may also be configured to decide whether to transmit
the downlink signal in the first carrier based on at least one of
transmission power, a transmission bandwidth, a modulation
scheme, a transmission frequency, an MCS level, and a
desired SIR of the uplink signal in the second carrier, in
addition to whether the second carrier uplink signal reception
unit 175 receives the uplink signal in the second carrier.

For example, the first carrier downlink signal transmission
unit 15a¢ may also decide not to transmit the downlink signal
in the first carrier when the second carrier uplink signal recep-
tionunit 175 receives the uplink signal in the second carrier at
the time frame and the transmission power of the uplink
signal in the second carrier is equal to or more than a prede-
termined threshold value, and to transmit the downlink signal
in the first carrier in other cases.

Here, the predetermined threshold value may have a value
of 0 dBm as an example. Furthermore, the transmission
power of the uplink signal in the second carrier, for example,
may also be calculated from Power Headroom notified from
a user equipment UE.

Alternatively, for example, the first carrier downlink signal
transmission unit 15a¢ may also decide not to transmit the
downlink signal in the first carrier when the second carrier
uplink signal reception unit 175 receives the uplink signal in
the second carrier at the time frame and the transmission
bandwidth of the uplink signal in the second carrier is equal to
or more than a predetermined threshold value, and to transmit
the downlink signal in the first carrier in other cases.

Here, the transmission bandwidth may have a value of 1
MHz or six resource blocks as an example.

Alternatively, for example, the first carrier downlink signal
transmission unit 15a¢ may also decide not to transmit the
downlink signal in the first carrier when the second carrier
uplink signal reception unit 175 receives the uplink signal in
the second carrier at the time frame, the transmission power of
the uplink signal in the second carrier is equal to or more than
a predetermined first threshold value, and the transmission
bandwidth of the uplink signal in the second carrier is equal to
or more than a predetermined second threshold value, and to
transmit the downlink signal in the first carrier in other cases.

Alternatively, for example, the first carrier downlink signal
transmission unit 15a¢ may also decide not to transmit the
downlink signal in the first carrier when the second carrier
uplink signal reception unit 175 receives the uplink signal in
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the second carrier at the time frame, the transmission power of
the uplink signal in the second carrier is equal to or more than
the predetermined first threshold value, the transmission
bandwidth of the uplink signal in the second carrier is equal to
or more than the predetermined second threshold value, and
the transmission bandwidth of the uplink signal in the second
carrier is QPSK, and to transmit the downlink signal in the
first carrier in other cases.

Alternatively, for example, the first carrier downlink signal
transmission unit 15 may also decide not to transmit the
downlink signal in the first carrier when the second carrier
uplink signal reception unit 175 receives the uplink signal in
the second carrier at the time frame, the MCS level of the
uplink signal in the second carrier is equal to or less than the
predetermined first threshold value, and the transmission
bandwidth of the uplink signal in the second carrier is equal to
or more than the predetermined second threshold value, and
to transmit the downlink signal in the first carrier in other
cases.

Here, the first threshold value may have a value of 5 as an
example when O to 15 are defined as the MCS level.

Furthermore, the first carrier downlink signal transmission
unit 154 and the second carrier downlink signal transmission
unit 1556 may also be configured to decide whether to simul-
taneously transmit the downlink signal in the first carrier and
the downlink signal in the second carrier based on at least one
of the transmission power, the transmission bandwidth, the
modulation scheme, the transmission frequency, the MCS
level, and the desired SIR of the uplink signal in the second
carrier, in addition to whether the second carrier uplink signal
reception unit 175 receives the uplink signal in the second
carrier.

For example, the first carrier downlink signal transmission
unit 154 and the second carrier downlink signal transmission
unit 155 may also decide not to simultaneously transmit the
downlink signal in the first carrier and the downlink signal in
the second carrier when the second carrier uplink signal
reception unit 175 receives the uplink signal in the second
carrier at the time frame and the transmission power of the
uplink signal in the second carrier is equal to or more than a
predetermined threshold value, and to simultaneously trans-
mit the downlink signal in the first carrier and the downlink
signal in the second carrier in other cases.

Here, the predetermined threshold value may have a value
of 0 dBm as an example. Furthermore, the transmission
power of the uplink signal in the second carrier, for example,
may also be calculated from Power Headroom notified from
a user equipment UE.

Alternatively, for example, the first carrier downlink signal
transmission unit 15q and the second carrier downlink signal
transmission unit 154 may also decide not to simultaneously
transmit the downlink signal in the first carrier and the down-
link signal in the second carrier when the second carrier
uplink signal reception unit 175 receives the uplink signal in
the second carrier at the time frame, the transmission power of
the uplink signal in the second carrier is equal to or more than
the predetermined first threshold value, and the transmission
bandwidth of the uplink signal in the second carrier is equal to
or more than the predetermined second threshold value, and
to simultaneously transmit the downlink signal in the first
carrier and the downlink signal in the second carrier in other
cases.

Furthermore, the first carrier downlink signal transmission
unit 15a may also be configured to decide whether to transmit
the downlink signal in the first carrier based on at least one of
the transmission power, the transmission bandwidth, the
modulation scheme, the transmission frequency, the MCS
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level, and the desired SIR of the uplink signal in the second
carrier, in addition to whether the first carrier uplink signal
reception unit 17a and the second carrier uplink signal recep-
tion unit 176 simultaneously receive the uplink signal in the
first carrier and the uplink signal in the second carrier.

For example, the first carrier downlink signal transmission
unit 15a¢ may also decide not to transmit the downlink signal
in the first carrier when the first carrier uplink signal reception
unit 17a and the second carrier uplink signal reception unit
175 simultaneously receive the uplink signal in the first car-
rier and the uplink signal in the second carrier at the time
frame, and the transmission power of the uplink signal in the
second carrier is equal to or more than a predetermined
threshold value, and to transmit the downlink signal in the
first carrier in other cases.

Here, the predetermined threshold value may have a value
of 0 dBm as an example. Furthermore, the transmission
power of the uplink signal in the second carrier, for example,
may also be calculated from Power Headroom notified from
a user equipment UE.

Furthermore, the first carrier downlink signal transmission
unit 15a may also be configured to decide whether to transmit
the downlink signal in the first carrier based on path loss
between the user equipment UE and the base station device
eNB, in addition to whether the second carrier uplink signal
reception unit 175 receives the uplink signal in the second
carrier.

Here, the first carrier downlink signal transmission unit
15a may also be configured to decide whether to transmit the
downlink signal in the first carrier based on the fact that the
path loss between the user equipment UE and the base station
device eNB, which has been received in the simultaneous
communication instruction unit 14, is equal to or more than a
predetermined threshold value and thus it is decided that the
simultaneous communication using a plurality of carriers is
not performed.

That is, the first carrier downlink signal transmission unit
15a may also decide not to transmit the downlink signal in the
first carrier when the second carrier uplink signal reception
unit 175 receives the uplink signal in the second carrier at the
time frame and receives the decision from the simultaneous
communication instruction unit 14 that the path loss between
the user equipment UE and the base station device eNB is
equal to or more than the predetermined threshold value and
thus the simultaneous communication using a plurality of
carriers is not performed, and decide to transmit the downlink
signal in the first carrier in other cases.

Furthermore, the first carrier downlink signal transmission
unit 15a may also be configured to decide whether to transmit
the downlink signal in the first carrier based on at least one of
the transmission power, the transmission bandwidth, the
modulation scheme, the transmission frequency, the MCS
level, and the desired SIR of the uplink signal in the second
carrier, in addition to whether the second carrier uplink signal
reception unit 175 receives the uplink signal in the second
carrier, and the path loss.

Furthermore, the first carrier downlink signal transmission
unit 15a and the second carrier downlink signal transmission
unit 1556 may also be configured to decide whether to simul-
taneously transmit the downlink signal in the first carrier and
the downlink signal in the second carrier based on the path
loss between the user equipment UE and the base station
device eNB, in addition whether the second carrier uplink
signal reception unit 175 receives the uplink signal in the
second carrier.

Here, the first carrier downlink signal transmission unit
15a and the second carrier downlink signal transmission unit
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1556 may also be configured to decide whether to simulta-
neously transmit the downlink signal in the first carrier and
the downlink signal in the second carrier based on the fact that
the path loss between the user equipment UE and the base
station device eNB, which has been received in the simulta-
neous communication instruction unit 14, is equal to or more
than the predetermined threshold value, and the simultaneous
communication using a plurality of carriers is decided not to
be performed.

That is, the first carrier downlink signal transmission unit
15a and the second carrier downlink signal transmission unit
155 may also decide not to simultaneously transmit the down-
link signal in the first carrier and the downlink signal in the
second carrier when the second carrier uplink signal recep-
tion unit 175 receives the uplink signal in the second carrier at
the time frame and receives the decision from the simulta-
neous communication instruction unit 14 that the path loss
between the user equipment UE and the base station device
eNB is equal to or more than the predetermined threshold
value and thus the simultaneous communication using a plu-
rality of carriers is not performed, and decide to simulta-
neously transmit the downlink signal in the first carrier and
the downlink signal in the second carrier in other cases.

Furthermore, the first carrier downlink signal transmission
unit 154 and the second carrier downlink signal transmission
unit 1556 may also be configured to decide whether to simul-
taneously transmit the downlink signal in the first carrier and
the downlink signal in the second carrier based on at least one
of the transmission power, the transmission bandwidth, the
modulation scheme, the transmission frequency, the MCS
level, and the desired SIR of the uplink signal in the second
carrier, in addition to whether the second carrier uplink signal
reception unit 175 receives the uplink signal in the second
carrier, and the path loss.

Moreover, the first carrier downlink signal transmission
unit 15a may also be configured to decide whether to transmit
the downlink signal in the first carrier based on the path loss
between the user equipment UE and the base station device
eNB, in addition to whether the first carrier uplink signal
reception unit 17a and the second carrier uplink signal recep-
tion unit 175 simultaneously receive the uplink signal in the
first carrier and the uplink signal in the second carrier.

The uplink transmission instruction unit 16 includes a first
carrier uplink transmission instruction unit 16a and a second
carrier uplink transmission instruction unit 164.

The first carrier uplink transmission instruction unit 16a is
configured to instruct the user equipment UE to transmit the
uplink signal in the first carrier, and the second carrier uplink
transmission instruction unit 165 is configured to instruct the
user equipment UE to transmit the uplink signal in the second
carrier.

Inaddition, a signal used for instructing the transmission of
the uplink signal, for example, includes a downlink control
signal (Uplink Scheduling Grant) for instructing uplink trans-
mission. Furthermore, the uplink signal, for example,
includes an uplink shared channel signal or an uplink data
channel signal.

In detail, the second carrier uplink transmission instruction
unit 165 may also be configured to decide whether to instruct
to transmit the uplink signal in the second carrier based on
whether the first carrier downlink signal transmission unit
154 transmits the downlink signal in the first carrier.

Here, the downlink signal includes at least one of the down-
link shared channel signal, the downlink data channel signal,
the downlink control channel signal, the downlink control
signal for instructing uplink transmission, the downlink con-
trol signal for notifying downlink transmission, the transmis-
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sion acknowledgement information on an uplink shared
channel signal, the downlink signal to which Semi-persistent
Scheduling is applied, the transmission acknowledgement
information on an uplink signal to which the Semi-persistent
Scheduling is applied, the paging signal, and the dedicated
control channel (DCCH: Dedicated Control Channel
(DCCH)).

For example, the second carrier uplink transmission
instruction unit 165 may also be configured not to instruct to
transmit the uplink signal in the second carrier before four
time frames of the time frame at which the first carrier down-
link signal transmission unit 154 transmits the downlink sig-
nal in the first carrier, and to instruct to transmit the uplink
signal in the second carrier before four time frames of the time
frame at which the first carrier downlink signal transmission
unit 15a¢ does not transmit the downlink signal in the first
carrier.

Here, in an uplink of an LTE scheme and an LTE-A
scheme, the transmission of an uplink shared channel signal
or an uplink data channel signal is performed after four time
frames from the time frame at which the transmission of an
uplink signal in a downlink has been instructed.

Thus, as described above, whether to instruct to transmit
the uplink signal in the second carrier is decided before four
time frames of the time frame at which the downlink signal in
the first carrier is transmitted, so that it is possible to instruct
to transmit the uplink signal at the time frame at which the
downlink signal is transmitted such that the transmission of
the uplink shared channel signal or the uplink data channel
signal does not degrade the reception characteristics of the
above-described downlink signal.

Furthermore, the first carrier uplink transmission instruc-
tion unit 16a and the second carrier uplink transmission
instruction unit 165 may also be configured to decide whether
to instruct to simultaneously transmit the uplink signal in the
first carrier and the uplink signal in the second carrier based
on whether the first carrier downlink signal transmission unit
15a transmits the downlink signal in the first carrier.

For example, the first carrier uplink transmission instruc-
tion unit 16a and the second carrier uplink transmission
instruction unit 165 may also be configured not to instruct to
simultaneously transmit the uplink signal in the first carrier
and the uplink signal in the second carrier before four time
frames of the time frame at which the first carrier downlink
signal transmission unit 15« transmits the downlink signal in
the first carrier, and may also be configured to instruct to
simultaneously transmit the uplink signal in the first carrier
and the uplink signal in the second carrier before four time
frames of the time frame at which the downlink signal trans-
mission unit 15 does not transmit the downlink signal in the
first carrier.

Moreover, the second carrier uplink transmission instruc-
tion unit 165 may also be configured to decide whether to
instruct to transmit the uplink signal in the second carrier
based on whether the first carrier downlink signal transmis-
sion unit 15a¢ and the second carrier downlink signal trans-
mission unit 155 simultaneously transmit the downlink signal
in the first carrier and the downlink signal in the second
carrier.

For example, the second carrier uplink transmission
instruction unit 165 may also be configured not to instruct to
transmit the uplink signal in the second carrier before four
time frames of the time frame at which the first carrier down-
link signal transmission unit 15« and the second carrier down-
link signal transmission unit 156 simultaneously transmit the
downlink signal in the first carrier and the downlink signal in
the second carrier, and may also be configured to instruct to
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transmit the uplink signal in the second carrier before four
time frames of the time frame at which the first carrier down-
link signal transmission unit 154 and the second carrier down-
link signal transmission unit 154 do not simultaneously trans-
mit the downlink signal in the first carrier and the downlink
signal in the second carrier.

Moreover, the second carrier uplink transmission instruc-
tion unit 165 may also be configured to decide whether to
instruct to simultaneously transmit the uplink signal in the
first carrier and the uplink signal in the second carrier based
on whether the first carrier downlink signal transmission unit
15a and the second carrier downlink signal transmission unit
155 simultaneously transmit the downlink signal in the first
carrier and the downlink signal in the second carrier.

For example, the second carrier uplink transmission
instruction unit 165 may also be configured not to instruct to
simultaneously transmit the uplink signal in the first carrier
and the uplink signal in the second carrier before four time
frames of the time frame at which the first carrier downlink
signal transmission unit 15a and the second carrier downlink
signal transmission unit 156 simultaneously transmit the
downlink signal in the first carrier and the downlink signal in
the second carrier, and may also be configured to instruct to
simultaneously transmit the uplink signal in the first carrier
and the uplink signal in the second carrier before four time
frames of the time frame at which the first carrier downlink
signal transmission unit 15a and the second carrier downlink
signal transmission unit 155 do not simultaneously transmit
the downlink signal in the first carrier and the downlink signal
in the second carrier.

Furthermore, the second carrier uplink transmission
instruction unit 165 may also be configured to decide whether
to instruct to transmit the uplink signal in the second carrier
based on at least one of the transmission power, the transmis-
sion bandwidth, the modulation scheme, the transmission
frequency, the MCS level, and the desired SIR of the uplink
signal in the second carrier, in addition to whether the first
carrier downlink signal transmission unit 15¢ transmits the
downlink signal in the first carrier.

For example, the second carrier uplink transmission
instruction unit 165 may also decide not to instruct to transmit
the uplink signal in the second carrier when the first carrier
downlink signal transmission unit 15a transmits the downlink
signal in the first carrier at a time frame after the four time
frames, and the transmission power of the uplink signal in the
second carrier is equal to or more than a predetermined
threshold value, and to instruct to transmit the uplink signal in
the second carrier in other cases.

Here, the predetermined threshold value may have a value
of 0 dBm as an example. Furthermore, the transmission
power of the uplink signal in the second carrier, for example,
may also be calculated from Power Headroom notified from
a user equipment UE.

Alternatively, for example, the second carrier uplink trans-
mission instruction unit 165 may also decide not to instruct to
transmit the uplink signal in the second carrier when the first
carrier downlink signal transmission unit 15¢ transmits the
downlink signal in the first carrier at a time frame after the
four time frames, and the transmission bandwidth of the
uplink signal in the second carrier is equal to or more than a
predetermined threshold value, and to instruct to transmit the
uplink signal in the second carrier in other cases.

Here, the transmission bandwidth may have a value of 1
MHz or six resource blocks as an example.

Alternatively, for example, the second carrier uplink trans-
mission instruction unit 165 may also decide not to instruct to
transmit the uplink signal in the second carrier when the first
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carrier downlink signal transmission unit 15a transmits the
downlink signal in the first carrier at a time frame after the
four time frames, the transmission power of the uplink signal
in the second carrier is equal to or more than a predetermined
first threshold value, and the transmission bandwidth of the
uplink signal in the second carrier is equal to or more than a
predetermined second threshold value, and to instruct to
transmit the uplink signal in the second carrier in other cases.

Alternatively, for example, the second carrier uplink trans-
mission instruction unit 165 may also decide not to instruct to
transmit the uplink signal in the second carrier when the first
carrier downlink signal transmission unit 15a transmits the
downlink signal in the first carrier at a time frame after the
four time frames, the transmission power of the uplink signal
in the second carrier is equal to or more than a predetermined
first threshold value, the transmission bandwidth of the uplink
signal in the second carrier is equal to or more than a prede-
termined second threshold value, and the transmission band-
width of the uplink signal in the second carrier is QPSK, and
to instruct to transmit the uplink signal in the second carrier in
other cases.

Alternatively, for example, the second carrier uplink trans-
mission instruction unit 165 may also decide not to instruct to
transmit the uplink signal in the second carrier when the first
carrier downlink signal transmission unit 15a transmits the
downlink signal in the first carrier at a time frame after the
four time frames, the MCS level of the uplink signal in the
second carrier is equal to or less than a predetermined first
threshold value, and the transmission bandwidth of the uplink
signal in the second carrier is equal to or more than a prede-
termined second threshold value, and to instruct to transmit
the uplink signal in the second carrier in other cases.

Here, the first threshold value may have a value of 5 as an
example when 0 to 15 are defined as the MCS level. Further-
more, the second carrier uplink transmission instruction unit
165 may also be configured to decide whether to instruct to
transmit the uplink signal in the second carrier based on path
loss between the base station device eNB and the user equip-
ment UE, in addition to whether the first carrier downlink
signal transmission unit 15« transmits the downlink signal in
the first carrier.

Here, the second carrier uplink transmission instruction
unit 165 may also be configured to decide whether to instruct
to transmit the uplink signal in the second carrier based on the
fact that the path loss between the user equipment UE and the
base station device eNB, which has been received in the
simultaneous communication instruction unit 14, is equal to
or more than a predetermined threshold value and thus it is
decided that simultaneous communication using a plurality of
carriers is not performed.

That is, the second carrier uplink transmission instruction
unit 165 may also decide not to instruct to transmit the uplink
signal in the second carrier when the first carrier downlink
signal transmission unit 15« transmits the downlink signal in
the first carrier at a time frame after the four time frames, and
receives from the simultaneous communication instruction
unit 14 the decision that the path loss between the user equip-
ment UE and the base station device eNB is equal to or more
than the predetermined threshold value and thus the simulta-
neous communication using a plurality of carriers is not per-
formed, and decide to transmit the uplink signal in the second
carrier in other cases.

Furthermore, the second carrier uplink transmission
instruction unit 165 may also be configured to decide whether
to instruct to transmit the uplink signal in the second carrier
based on at least one of the transmission power, the transmis-
sion bandwidth, the modulation scheme, the transmission
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frequency, the MCS level, and the desired SIR of the uplink
signal in the second carrier, in addition to whether the first
carrier downlink signal transmission unit 15¢ transmits the
downlink signal in the first carrier at a time frame after the
four time frames, and the path loss.

Furthermore, the first carrier uplink transmission instruc-
tion unit 16a and the second carrier uplink transmission
instruction unit 165 may also be configured to decide whether
to instruct to simultaneously transmit the uplink signal in the
first carrier and the uplink signal in the second carrier based
on at least one of the transmission power, the transmission
bandwidth, the modulation scheme, the transmission fre-
quency, the MCS level, and the desired SIR of the uplink
signal in the second carrier, in addition to whether the first
carrier downlink signal transmission unit 15¢ transmits the
downlink signal in the first carrier.

For example, the first carrier uplink transmission instruc-
tion unit 16a and the second carrier uplink transmission
instruction unit 165 may also decide not to instruct to simul-
taneously transmit the uplink signal in the first carrier and the
uplink signal in the second carrier when the first carrier down-
link signal transmission unit 154 transmits the downlink sig-
nal in the first carrier at a time frame after the four time frames
and the transmission power of the uplink signal in the second
carrier is equal to or more than a predetermined threshold
value, and to instruct to simultaneously transmit the uplink
signal in the first carrier and the uplink signal in the second
carrier in other cases.

Here, the predetermined threshold value may have a value
of 0 dBm as an example. Furthermore, the transmission
power of the uplink signal in the second carrier, for example,
may also be calculated from Power Headroom notified from
a user equipment UE.

Furthermore, the first carrier uplink transmission instruc-
tion unit 16a and the second carrier uplink transmission
instruction unit 165 may also be configured to decide whether
to instruct to simultaneously transmit the uplink signal in the
first carrier and the uplink signal in the second carrier based
on the path loss between the base station device eNB and the
user equipment UE, in addition to whether the first carrier
downlink signal transmission unit 15a transmits the downlink
signal in the first carrier.

Furthermore, the second carrier uplink transmission
instruction unit 165 may also be configured to decide whether
to instruct to transmit the uplink signal in the second carrier
based on at least one of the transmission power, the transmis-
sion bandwidth, the modulation scheme, the transmission
frequency, the MCS level, and the desired SIR of the uplink
signal in the second carrier, in addition to whether the first
carrier downlink signal transmission unit 15q and the second
carrier downlink signal transmission unit 155 simultaneously
transmit the downlink signal in the first carrier and the down-
link signal in the second carrier.

For example, the second carrier uplink transmission
instruction unit 165 may also decide not to instruct to transmit
the uplink signal in the second carrier when the first carrier
downlink signal transmission unit 15« and the second carrier
downlink signal transmission unit 155 simultaneously trans-
mit the downlink signal in the first carrier and the downlink
signal in the second carrier at a time frame after four time
frames, and the transmission power of the uplink signal in the
second carrier is equal to or more than a predetermined
threshold value, and to instruct to transmit the uplink signal in
the second carrier in other cases.

Here, the predetermined threshold value may have a value
of 0 dBm as an example. Furthermore, the transmission
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power of the uplink signal in the second carrier, for example,
may also be calculated from Power Headroom notified from
a user equipment UE.

Alternatively, for example, the second carrier uplink trans-
mission instruction unit 165 may also decide not to instruct to
transmit the uplink signal in the second carrier when the first
carrier downlink signal transmission unit 15q and the second
carrier downlink signal transmission unit 154 simultaneously
transmit the downlink signal in the first carrier and the down-
link signal in the second carrier at a time frame after four time
frames, and the transmission bandwidth of the uplink signal
in the second carrier is equal to or more than a predetermined
threshold value, and to instruct to transmit the uplink signal in
the second carrier in other cases.

Here, the transmission bandwidth may have a value of 1
MHz or six resource blocks as an example.

Alternatively, for example, the second carrier uplink trans-
mission instruction unit 165 may also decide not to instruct to
transmit the uplink signal in the second carrier when the first
carrier downlink signal transmission unit 15q and the second
carrier downlink signal transmission unit 154 simultaneously
transmit the downlink signal in the first carrier and the down-
link signal in the second carrier at a time frame after four time
frames, the transmission power of the uplink signal in the
second carrier is equal to or more than a predetermined first
threshold value, and the transmission bandwidth of the uplink
signal in the second carrier is equal to or more than a prede-
termined second threshold value, and to instruct to transmit
the uplink signal in the second carrier in other cases.

Moreover, the second carrier uplink transmission instruc-
tion unit 165 may also be configured to decide whether to
instruct to transmit the uplink signal in the second carrier
based on the path loss between the user equipment UE and the
base station device eNB, in addition to whether the first car-
rier downlink signal transmission unit 15¢ and the second
carrier downlink signal transmission unit 154 simultaneously
transmit the downlink signal in the first carrier and the down-
link signal in the second carrier.

Here, the second carrier uplink transmission instruction
unit 165 may also be configured to decide whether to instruct
to transmit the uplink signal in the second carrier based on the
fact that the path loss between the user equipment UE and the
base station device eNB, which has been received in the
simultaneous communication instruction unit 14, is equal to
or more than a predetermined threshold value and thus it is
decided that simultaneous communication using a plurality of
carriers is not performed.

That is, the second carrier uplink transmission instruction
unit 165 may also decide not to instruct to transmit the uplink
signal in the second carrier when the first carrier downlink
signal transmission unit 15« and the second carrier downlink
signal transmission unit 155 simultaneously transmit the
downlink signal in the first carrier and the downlink signal in
the second carrier at a time frame after four time frames, and
receive the decision from the simultaneous communication
instruction unit 14 that the path loss between the user equip-
ment UE and the base station device eNB is equal to or more
than a predetermined threshold value and thus the simulta-
neous communication using a plurality of carriers is not per-
formed, and decide to transmit the uplink signal in the second
carrier in other cases.

Furthermore, the second carrier uplink transmission
instruction unit 165 may also be configured to decide whether
to instruct to transmit the uplink signal in the second carrier
based on at least one of the transmission power, the transmis-
sion bandwidth, the modulation scheme, the transmission
frequency, the MCS level, and the desired SIR of the uplink
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signal in the second carrier, in addition to whether the first
carrier downlink signal transmission unit 15q and the second
carrier downlink signal transmission unit 155 simultaneously
transmit the downlink signal in the first carrier and the down-
link signal in the second carrier at a time frame after four time
frames, and the path loss.

The uplink signal reception unit 17 includes the first carrier
uplink signal reception unit 17a and the second carrier uplink
signal reception unit 175.

The first carrier uplink signal reception unit 174 is config-
ured to receive the uplink signal in the first carrier transmitted
from a user equipment UE, and the second carrier uplink
signal reception unit 175 is configured to receive the uplink
signal in the second carrier.

The measurement instruction unit 18 is configured to
instruct, to the user equipment UE, a carrier in which a mea-
surement process (Measurement) is performed. Here, the
measurement process (Measurement), for example, may
include a process for measuring received power of a downlink
reference signal.

Here, the received power of a downlink reference signal
may also be called RSRP (Reference Signal Received
Power). Furthermore, the measurement process may also
include a cell search process for detecting a downlink cell
using a synchronization signal.

Furthermore, in the measurement process, RSRQ (Refer-
ence Signal Received Quality), SIR, or CQI may also be
measured, in addition to the RSRP.

Here, the RSRQ (Reference Signal Received Quality) is
obtained by dividing the received power of a downlink refer-
ence signal by RSSI (Received Signal Strength Indicator) of
a downlink.

Here, the RSSI indicates the total reception level observed
in a mobile station, and indicates a reception level including
all of thermal noise, interference power from another cell,
power of a desired signal from an own cell, and the like.

Furthermore, the CQI (Channel Quality Indicator) indi-
cates downlink radio quality information.

Here, the measurement instruction unit 18 may also be
configured to instruct a user equipment to perform a measure-
ment process (Measurement) in the second carrier.

In this case, even when radio communication is performed
between the user equipment UE and the base station device
eNB using the first carrier and the second carrier, the user
equipment performs the measurement process (Measure-
ment) in the second carrier.

Furthermore, for example, the measurement instruction
unit 18 may also be configured to give an instruction for
performing the measurement process (Measurement) in the
second carrier based on path loss between the user equipment
UE and the base station device eNB.

That is, the measurement instruction unit 18 may also be
configured to instruct the user equipment to perform the mea-
surement process (Measurement) in the second carrier when
the path loss is equal to or more than a predetermined thresh-
old value, and to instruct the user equipment to perform the
measurement process (Measurement) in the first carrier or in
both the first carrier and the second carrier in other cases.

In addition, in the above-mentioned example, the carrier, in
which the measurement is to be performed, is decided based
on the path loss. However, instead, the carrier, in which the
measurement is to be performed, may also be decided based
on at least one of the transmission power, the transmission
bandwidth, the modulation scheme, the transmission fre-
quency MCS level, and the desired SIR of the uplink signal.

Moreover, for example, the measurement instruction unit
18 may also be configured to instruct a user equipment UE
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capable of simultaneously communicating through the first
carrier and the second carrier, that is, a user equipment UE
having “Capability” of “Carrier aggregation”, to perform the
measurement in the second carrier, and may also be config-
ured to instruct a user equipment UE not capable of simulta-
neously communicating through the first carrier and the sec-
ond carrier, that is, a user equipment UE having no
“Capability” of the “Carrier aggregation”, to perform the
measurement in the first carrier.

Furthermore, the measurement instruction unit 18 may
also be configured to instruct a user equipment to perform the
measurement process (Measurement) in both the first carrier
and the second carrier. In this case, as will be described later,
the Measurement of the first carrier is performed in the user
equipment UE such that the influence of the uplink signal of
the second carrier is not affected.

As illustrated in FIG. 3, the user equipment UE according
to the present embodiment includes a control signal reception
unit 21, a measurement report transmission unit 22 A, a mea-
surement unit 22B, a control signal transmission unit 23, an
uplink signal transmission unit 24, and a downlink signal
reception unit 25.

The control signal reception unit 21 is configured to receive
the downlink control channel signal (PDCCH: Physical
Downlink Control Channel) transmitted by the base station
device eNB.

Here, the downlink control channel signal includes a
downlink control signal for instructing uplink transmission or
a downlink control signal for notifying downlink transmis-
sion. The downlink control signal for instructing uplink trans-
mission is notified to the uplink signal transmission unit 24.
Furthermore, the downlink control signal for notifying down-
link transmission is notified to the downlink signal reception
unit 25.

The measurement unit 22B is configured to perform a
measurement process (Measurement or CQI measurement) in
the first carrier and the second carrier.

First, the Measurement will be described. Here, the Mea-
surement indicates measurement of the received power
(RSRP) ofthe downlink reference signal, measurement of the
RSRQ, measurement of the SIR, and the like. The RSRP or
the RSRQ may also be used for determining whether to per-
form a handover. Furthermore, the Measurement may also
include a cell search process for detecting a cell.

For example, when only the Measurement of the second
carrier has been specified from the measurement instruction
unit 18 in the base station device eNB, the measurement unit
22B may also perform the Measurement of the second carrier
at an arbitrary timing. In this case, even when radio commu-
nication is performed between the user equipment UE and the
base station device eNB using the first carrier and the second
carrier, the Measurement is performed only in the second
carrier. Here, a measurement instruction from the base station
device eNB, for example, may also be notified to the mea-
surement unit 22B via the downlink signal reception unit 25.
Furthermore, the measurement instruction may also be noti-
fied as a part of information included in an RRC message or
a broadcast channel.

Furthermore, for example, when the Measurement of the
first carrier and the Measurement of the second carrier have
been instructed from the base station device eNB, the mea-
surement unit 22B may also perform the Measurement at an
arbitrary timing in relation to the Measurement of the second
carrier, and perform the Measurement only at a timing, at
which the uplink signal in the second carrier is not transmit-
ted, in relation to the Measurement of the first carrier. The
timing may also correspond to a time frame or a subframe.
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Alternatively, for example, when the Measurement of the
first carrier and the Measurement of the second carrier have
been instructed from the base station device eNB, the mea-
surement unit 22B may also perform the Measurement at an
arbitrary timing in relation to the Measurement of the second
carrier. In relation to the Measurement of the first carrier, the
measurement unit 22B may also perform the Measurement
only at the timing at which the uplink signal in the second
carrier is not transmitted if the path loss between the user
equipment UE and the base station device eNB is equal to or
more than a predetermined threshold value, and the Measure-
ment at an arbitrary timing if the path loss between the user
equipment UE and the base station device eNB is smaller than
the predetermined threshold value. The timing may also cor-
respond to a time frame or a subframe.

A measurement result of the Measurement in the measure-
ment unit 22B, for example, the RSRP, the RSRQ and the like,
is transmitted to the measurement report transmission unit
22A.

The measurement report transmission unit 22A is config-
ured to transmit “Measurement Report” including the mea-
surement result (the RSRP, the RSRQ and the like) of the
Measurement in the measurement unit 22B.

Furthermore, actually, the Measurement Report may also
be transmitted to the base station device eNB via the uplink
signal transmission unit 24.

Next, the CQI measurement will be described. Here, the
CQI may also be called Channel State Indicator or Channel
State Information (CSI). Furthermore, the CSI may also indi-
cate information including CQI, Rank Indicator (RI), Pre-
coding Matrix Indicator, Pre-coding Matrix information
(PMI), and the like.

In general, since the CQI is used for Link Adaptation of a
downlink, when radio communication is performed between
the user equipment UE and the base station device eNB using
the first carrier and the second carrier, the CQI is measured in
both the first carrier and the second carrier.

In this case, the measurement unit 22B may also perform
the CQI measurement at an arbitrary timing in relation to the
CQI measurement of the second carrier, and perform the CQI
measurement only at a timing, at which the uplink signal in
the second carrier is not transmitted, in relation to the CQI
measurement of the first carrier. The timing may also corre-
spond to a time frame or a subframe.

Alternatively, for example, in relation to the CQI measure-
ment of the second carrier, the measurement unit 22B may
also perform a CQI measurement at an arbitrary timing. In
relation to the CQI measurement of the first carrier, the mea-
surement unit 22B may also perform a CQI measurement
only at the timing at which the uplink signal in the second
carrier is not transmitted if the path loss between the user
equipment UE and the base station device eNB is equal to or
more than a predetermined threshold value, and the CQI
measurement at an arbitrary timing if the path loss between
the user equipment UE and the base station device eNB is
smaller than the predetermined threshold value. The timing
may also correspond to a time frame or a subframe. The
measurement of the CQI may also be performed by a refer-
ence signal for CQI measurement.

A CQI measurement result in the measurement unit 22B is
transmitted to the measurement report transmission unit 22A.

The measurement report transmission unit 22A is config-
ured to transmit the CQI measurement result in the measure-
ment unit 22B. In addition, actually, the CQI measurement
result may also be transmitted to the base station device eNB
via the uplink signal transmission unit 24. In this case, the
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CQI may also be mapped to an uplink control channel signal
(PUCCH) or an uplink shared channel signal (PUSCH).

The control signal transmission unit 23 is configured to
transmit the above-mentioned control signal for notifying the
“Capability” of the user equipment UE to the base station
device eNB. However, since details of the above-mentioned
control signal are equal to the description of the control signal
reception unit 13, description thereof will be omitted.

The uplink signal transmission unit 24 includes a first
carrier uplink signal transmission unit 24a and a second car-
rier uplink signal transmission unit 244.

The first carrier uplink signal transmission unit 24a is
configured to transmit the uplink signal in the first carrier
based on the control signal received in the control signal
reception unit 21, that is, the downlink control signal for
instructing uplink transmission.

Furthermore, the second carrier uplink signal transmission
unit 245 is configured to transmit the uplink signal in the
second carrier based on the control signal received in the
control signal reception unit 21, that is, the downlink control
signal for instructing uplink transmission.

The downlink signal reception unit 25 includes a first car-
rier downlink signal reception unit 254 and a second carrier
downlink signal reception unit 255.

The first carrier downlink signal reception unit 25a is con-
figured to receive the downlink signal in the first carrier based
on the control signal received in the control signal reception
unit 21, that is, the downlink control signal for notifying
downlink transmission.

Furthermore, the second carrier downlink signal reception
unit 256 is configured to receive the downlink signal in the
second carrier based on the control signal received in the
control signal reception unit 21, that is, the downlink control
signal for notifying downlink transmission.

(Operation of the Mobile Communication System Accord-
ing to the First Embodiment of the Present Invention)

Hereinafter, with reference to FIG. 4, the operation of the
mobile communication system according to the first embodi-
ment of the present invention will be described.

As illustrated in FIG. 4, in step S1001, the user equipment
UE transmits a control signal to the base station device eNB,
wherein the control signal includes the “Capability” of the
user equipment UE, the information on simultaneously com-
municable carriers, and the information on a carrier capable
of transmitting an uplink signal among the simultaneously
communicable carriers.

In step S1002, the base station device eNB performs a
scheduling process in an uplink and a downlink using the
above-mentioned method based on the received control sig-
nal. Here, the scheduling process corresponds to the process
in the downlink signal transmission unit 15 or the uplink
transmission instruction unit 16.

In step S1003, the base station device eNB transmits a
control signal including a scheduling result to the user equip-
ment UE.

The user equipment UE to be subject to scheduling trans-
mits an uplink signal or receives a downlink signal based on
the control signal.

In addition, in the above-mentioned steps S1002 and
S1003, instead of the above-mentioned process, the base sta-
tion device eNB may also set an Anchor Carrier using the
above-mentioned method based on the received control sig-
nal in step S1002, and notify the user equipment UE of the
decided Anchor Carrier in step S1003.

Here, the notification of the Anchor Carrier may include
notification through a physical layer, notification through a
MAC layer, or notification through an RRC layer. When the
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notification through the MAC layer is performed, the notifi-
cation of the Anchor Carrier may also be performed using a
MAC control element.

Alternatively, in the above-mentioned steps S1002 and
S1003, instead of the above-mentioned process, the base sta-
tion device eNB may also assign a radio resource for a down-
link signal using the above-mentioned method based on the
received control signal in step S1002, and notify the user
equipment UE of the decided radio resource for the downlink
signal in step S1003.

Here, the notification may include notification through the
physical layer, notification through the MAC layer, or notifi-
cation through the RRC layer. The process for assigning the
radio resource for the downlink signal corresponds to the
process in the downlink resource assignment unit 11.

Alternatively, in the above-mentioned steps S1002 and
S1003, instead of the above-mentioned process, the base sta-
tion device eNB may also assign a radio resource for an
uplink signal using the above-mentioned method based onthe
received control signal in step S1002, and notify the user
equipment UE of the decided radio resource for the uplink
signal in step S1003.

Here, the notification may include notification through the
physical layer, notification through the MAC layer, or notifi-
cation through the RRC layer. The process for assigning the
radio resource for the uplink signal corresponds to the process
in the uplink resource assignment unit 12.

Alternatively, in the above-mentioned steps S1002 and
S1003, instead of the above-mentioned process, the base sta-
tion device eNB may also decide a carrier, in which measure-
ment is to be performed, using the above-mentioned method
based on the received control signal in step S1002, and notify
the user equipment UE of a signal for instructing the mea-
surement in the decided carrier in step S1003.

Here, the notification may include notification through the
physical layer, notification through the MAC layer, or notifi-
cation through the RRC layer. The process for deciding the
carrier in which measurement is to be performed corresponds
to the process in the measurement instruction unit 18. Fur-
thermore, the control signal in step S1001 may also be noti-
fied to an upper node from the user equipment UE and then
notified to the base station device eNB from the upper node,
instead of being directly notified to the base station device
eNB from the user equipment UE. The upper node may
include MME (Mobility Management Entity).

Hereinafter, with reference to FIG. 11, the operation of the
mobile communication system according to the first embodi-
ment of the present invention will be described.

As illustrated in FIG. 11, in step S101, it is determined
whether the uplink signal in the second carrier is transmitted.

When the uplink signal in the second carrier is transmitted
(step S101: YES), in the first carrier, the downlink signal is not
transmitted in step S102.

Meanwhile, when the uplink signal in the second carrier is
not transmitted (step S101: NO), in the first carrier, the down-
link signal is transmitted in step S103.

In this case, since the uplink signal in the second carrier is
not transmitted at the time frame at which the downlink signal
in the first carrier is transmitted, it is possible to avoid the
degradation of the reception characteristics of the downlink
signal due to the uplink signal in the second carrier.

With reference to FIG. 12, the operation of the mobile
communication system according to the first embodiment of
the present invention will be described.

As illustrated in FIG. 12, in step S201, it is determined
whether the downlink signal in the first carrier is transmitted
after four subframes.
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When the downlink signal in the first carrier is transmitted
after the four subframes (step S201: YES), in step S202, it is
not instructed to transmit the uplink signal in the second
carrier. In this case, after the four subframes, the transmission
of the uplink signal in the second carrier is not performed.

Meanwhile, when the downlink signal in the first carrier is
not transmitted after the four subframes (step S201: NO), the
transmission of the uplink signal in the second carrier is
instructed in step S203.

In this case, since the uplink signal in the second carrier is
not transmitted at the time frame at which the downlink signal
in the first carrier is transmitted, it is possible to avoid the
degradation of the reception characteristics of the downlink
signal in the first carrier due to the uplink signal in the second
carrier.

Hereinafter, with reference to FIG. 13, the operation of the
mobile communication system according to the first embodi-
ment of the present invention will be described.

As illustrated in FIG. 13, in step S301, it is determined
whether the uplink signal in the second carrier is transmitted.

When the uplink signal in the second carrier is transmitted
(step S301: YES), it is determined whether path loss is equal
to or more than a predetermined threshold value in step S302.

When the path loss is equal to or more than the predeter-
mined threshold value (step S302: YES), in the first carrier,
the downlink signal is not transmitted in step S303.

Meanwhile, when the uplink signal in the second carrier is
not transmitted (step S301: NO), or when the path loss is not
equal to or more than the predetermined threshold value (step
S302: NO), in step S304, the downlink signal is transmitted in
the first carrier.

In this case, since the uplink signal in the second carrier is
not transmitted at the time frame at which the downlink signal
in the first carrier is transmitted, or even when the uplink
signal in the second carrier has been transmitted, since the
path loss is small and transmission power of the uplink signal
in the second carrier is small, it is possible to avoid the
degradation of the reception characteristics of the downlink
signal in the first carrier due to the uplink signal in the second
carrier.

In the above-mentioned example, whether to transmit the
downlink signal in the first carrier is determined based on
whether the uplink signal in the second carrier is transmitted,
and the path loss. However, instead, whether to transmit the
downlink signal in the first carrier may also be determined
based on whether the uplink signal in the second carrier is
transmitted, and the transmission power, the transmission
bandwidth, the modulation scheme, the MCS level, the
desired SIR and the like of the uplink signal.

Hereinafter, with reference to FIG. 14, the operation of the
mobile communication system according to the first embodi-
ment of the present invention will be described.

As illustrated in FIG. 14, in step S401, it is determined
whether the downlink signal in the first carrier is transmitted
after four subframes.

When the downlink signal in the first carrier is transmitted
after the four subframes (step S401: YES), it is determined
whether path loss is equal to or more than a predetermined
threshold value in step S402.

When the path loss is equal to or more than the predeter-
mined threshold value (step S402: YES), the transmission of
the uplink signal in the second carrier is not instructed in step
S403.

Meanwhile, when the downlink signal in the first carrier is
not transmitted after the four subframes (step S401: NO), or
when the path loss is not equal to or more than the predeter-
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mined threshold value (step S402: NO), the transmission of
the uplink signal in the second carrier is instructed in step
S404.

In this case, since the uplink signal in the second carrier is
not transmitted at the time frame at which the downlink signal
in the first carrier is transmitted, or even when the uplink
signal in the second carrier has been transmitted, since the
path loss is small and transmission power of the uplink signal
in the second carrier is small, it is possible to avoid the
degradation of the reception characteristics of the downlink
signal in the first carrier due to the uplink signal in the second
carrier.

In addition, in the above-mentioned example, whether to
instruct to transmit the uplink signal in the second carrier is
determined based on whether the downlink signal in the first
carrier is transmitted after the four subframes, and the path
loss. However, instead, whether to instruct to transmit the
uplink signal in the second carrier may also be determined
based on whether the downlink signal in the first carrier is
transmitted after the four subframes, and the transmission
power, the transmission bandwidth, the modulation scheme,
the MCS level, the desired SIR and the like of the uplink
signal.

Hereinafter, with reference to FIG. 15, the operation of the
mobile communication system according to the first embodi-
ment of the present invention will be described.

As illustrated in FIG. 15, in step S501, it is determined
whether path loss is equal to or more than a predetermined
threshold value.

When the path loss is equal to or more than the predeter-
mined threshold value (step S501: YES), a radio resource of
the downlink signal in the second carrier is assigned in step
S502.

Meanwhile, when the path loss is not equal to or more than
the predetermined threshold value (step S501: NO), a radio
resource of the downlink signal in the first carrier is assigned
in step S503.

In this case, since a downlink signal such as PHICH or
PDCCH is not affected by interference from the uplink signal
in the second carrier, it is possible to avoid the degradation of
the reception characteristics of the downlink signal.

In addition, in the above-mentioned example, a carrier, in
which the radio resource of the downlink signal is to be
assigned, is selected based on the path loss. However, instead,
the carrier, in which the radio resource of the downlink signal
is to be assigned, may also be selected based on the transmis-
sion power, the transmission bandwidth, the modulation
scheme, the MCS level, the desired SIR and the like of the
uplink signal.

Hereinafter, with reference to FIG. 16, the operation of the
mobile communication system according to the first embodi-
ment of the present invention will be described.

As illustrated in FIG. 16, in step S601, it is determined
whether or not the pass loss is equal to or more than the
predetermined threshold value.

When the path loss is equal to or more than the predeter-
mined threshold value (step S601: YES), a radio resource of
the uplink signal in the first carrier is assigned in step S602.

Meanwhile, when the path loss is not equal to or more than
the predetermined threshold value (step S601: NO), a radio
resource of the uplink signal in the second carrier is assigned
in step S603.

In this case, since an uplink signal such as PUCCH,
PRACH, or a reference signal for sounding does not cause
interference to the downlink signal in the first carrier, it is
possible to avoid the degradation of the reception character-
istics of the downlink signal.
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In addition, in the above-mentioned example, a carrier, in
which the radio resource of the uplink signal is to be assigned,
is selected based on the path loss. However, instead, the
carrier, in which the radio resource of the uplink signal is to be
assigned, may also be selected based on the transmission
power, the transmission bandwidth, the modulation scheme,
the MCS level, the desired SIR and the like of the uplink
signal.

Hereinafter, with reference to FIG. 17, the operation of the
mobile communication system according to the first embodi-
ment of the present invention will be described.

As illustrated in FIG. 17, in step S701, it is determined
whether the user equipment UE has the Capability of Carrier
Aggregation.

When the user equipment UE has the Capability of Carrier
Aggregation (step S701: YES), a radio resource of the down-
link signal in the second carrier is assigned in step S702.

Meanwhile, when the user equipment UE does not have the
Capability of Carrier Aggregation (step S701: NO), a radio
resource of the downlink signal in the first carrier is assigned
in step S703.

In this case, it is possible to distribute the radio resource of
the downlink signal and to prevent the downlink signal such
as PHICH or PDCCH from being affected by interference
from the uplink signal in the second carrier according to
whether the user equipment UE has the Carrier aggregation.
Inthe above example, in step S702, the first carrier may be set
as a primary carrier and the radio resource of the downlink
signal in the first carrier may be assigned, and in step S703,
communication may be set to be performed using the second
carrier and the radio resource of the downlink signal in the
second carrier may be assigned.

Hereinafter, with reference to FIG. 18, the operation of the
mobile communication system according to the first embodi-
ment of the present invention will be described.

As illustrated in FIG. 18, in step S801, it is determined
whether the user equipment UE has the Capability of Carrier
Aggregation.

When the user equipment UE has the Capability of Carrier
Aggregation (step S801: YES), a radio resource of the uplink
signal in the first carrier is assigned in step S802.

Meanwhile, when the user equipment UE does not have the
Capability of Carrier Aggregation (step S801: NO), a radio
resource of the uplink signal in the second carrier is assigned
in step S803.

In this case, it is possible to distribute the radio resource of
the uplink signal and to prevent the uplink signal such as
PUCCH or a reference signal for sounding from causing
interference to the downlink signal in the first carrier accord-
ing to whether the user equipment UE has the Carrier aggre-
gation. In the above example, in step S802, the first carrier
may be set as a primary carrier and the radio resource of the
uplink signal in the first carrier may be assigned, and in step
S803, communication may be set to be performed using the
second carrier and the radio resource of the uplink signal in
the second carrier may be assigned.

Hereinafter, with reference to FIG. 19, the operation of the
mobile communication system according to the first embodi-
ment of the present invention will be described.

As illustrated in FIG. 19, in step S901, it is determined
whether the uplink signal in the second carrier is transmitted.

When the uplink signal in the second carrier is transmitted
(step S901: YES), measurement in the first carrier is not
performed in step S902. Here, the measurement may include
measurement of CQI or Measurement of RSRP, RSRQ and
the like.
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Meanwhile, when the uplink signal in the second carrier is
not transmitted (step S901: NO), the measurement in the first
carrier is performed in step S903.

In this case, since the measurement of the first carrier is
performed at the timing at which the uplink signal in the
second carrier is not transmitted, it is possible to appropri-
ately measure the first carrier.

Hereinafter, with reference to FIG. 20, the operation of the
mobile communication system according to the first embodi-
ment of the present invention will be described.

As illustrated in FIG. 20, in step S1101, it is determined
whether the user equipment UE has the Capability of Carrier
Aggregation.

When the user equipment UE has the Capability of Carrier
Aggregation (step S1101: YES), the base station device eNB
instructs the user equipment UE to perform Measurement in
the second carrier in step S1102. Here, the measurement may
include Measurement of RSRP, RSRQ and the like.

Meanwhile, when the user equipment UE does not have the
Capability of Carrier Aggregation (step S1101: NO), the base
station device eNB instructs the user equipment UE to per-
form measurement in the first carrier in step S1103. Alterna-
tively, the base station device eNB instructs the user equip-
ment UE to perform the measurement in both the first carrier
and the second carrier.

In this case, it is possible to instruct the measurement such
that the influence due to the uplink signal of the second carrier
is not affected, so that it is possible to appropriately perform
the measurement.

Operation and Effect of the Mobile Communication Sys-
tem According to the First Embodiment of the Present Inven-
tion)

In accordance with the mobile communication system
according to the first embodiment of the present invention, it
is possible to reduce the influence of interference to the down-
link signal in the first carrier from the uplink signal in the
second carrier.

The characteristics of the present embodiment as described
above may be expressed as follows.

A first characteristic of the present embodiment is summa-
rized in that a base station device eNB, which performs radio
communication with a user equipment UE using a first carrier
and a second carrier in a mobile communication system,
includes: an uplink signal reception unit 17 configured to
receive an uplink signal in a first carrier and an uplink signal
in a second carrier, the uplink signal being transmitted from
the user equipment UE; and a downlink signal transmission
unit 15 configured to transmit a downlink signal in a first
carrier and a downlink signal in a second carrier to the user
equipment UE, wherein the downlink signal transmission
unit 15 is configured to decide whether to transmit the down-
link signal in the first carrier based on whether the uplink
signal reception unit 17 receives the uplink signal in the
second carrier.

A second characteristic of the present embodiment is sum-
marized in that a base station device eNB, which performs
radio communication with a user equipment UE using a first
carrier and a second carrier in a mobile communication sys-
tem, includes; an uplink signal reception unit 17 configured to
receive an uplink signal in a first carrier and an uplink signal
in a second carrier to the user equipment UE, the uplink signal
being transmitted from the user equipment UE; and a down-
link signal transmission unit 15 configured to transmit a
downlink signal in the first carrier and a downlink signal in the
second carrier, to the user equipment UE, wherein the down-
link signal transmission unit 15 is configured to decide
whether to simultaneously transmit the downlink signal in the
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first carrier and the downlink signal in the second carrier
based on whether the uplink signal reception unit 17 receives
the uplink signal in the second carrier.

A third characteristic of the present embodiment is sum-
marized in that a base station device eNB, which performs
radio communication with a user equipment UE using a first
carrier and a second carrier in a mobile communication sys-
tem, includes: an uplink signal reception unit 17 configured to
receive an uplink signal in the first carrier and an uplink signal
in the second carrier, the uplink signal being transmitted from
the user equipment UE; and a downlink signal transmission
unit 15 configured to transmit a downlink signal in the first
carrier and a downlink signal in the second carrier to the user
equipment UE, wherein the downlink signal transmission
unit 15 is configured to decide whether to transmit the down-
link signal in the first carrier based on whether the uplink
signal reception unit 17 simultaneously receives the uplink
signal in the first carrier and the uplink signal in the second
carrier.

In the first characteristic of the present embodiment, the
downlink signal transmission unit 15 may also be configured
not to transmit the downlink signal in the first carrier at a time
frame at which the uplink signal reception unit 17 receives the
uplink signal in the second carrier, and configured to transmit
the downlink signal in the first carrier at a time frame at which
the uplink signal reception unit 17 does not receive the uplink
signal in the second carrier.

In the second characteristic of the present embodiment, the
downlink signal transmission unit 15 may also be configured
not to simultaneously transmit the downlink signal in the first
carrier and the downlink signal in the second carrier at a time
frame at which the uplink signal reception unit 17 receives the
uplink signal in the second carrier, and configured to simul-
taneously transmit the downlink signal in the first carrier and
the downlink signal in the second carrier at a time frame at
which the uplink signal reception unit 17 does not receive the
uplink signal in the second carrier.

In the third characteristic of the present embodiment, the
downlink signal transmission unit 15 may also be configured
not to transmit the downlink signal in the first carrier at a time
frame at which the uplink signal reception unit 17 simulta-
neously receives the uplink signal in the first carrier and the
uplink signal in the second carrier, and configured to transmit
the downlink signal in the first carrier at a time frame at which
the uplink signal reception unit 17 does not simultaneously
receive the uplink signal in the first carrier and the uplink
signal in the second carrier.

In the first to third characteristics of the present embodi-
ment, the uplink signal in the second carrier may be at least
one of an uplink shared channel signal, an uplink data channel
signal, an uplink control channel signal, a control signal for
notifying a downlink channel state, transmission acknowl-
edgement information on a downlink shared channel signal, a
scheduling request, a reference signal for sounding, a random
access channel signal, and an uplink signal to which the
Semi-persistent Scheduling is applied.

In the first to third characteristics of the present embodi-
ment, the downlink signal in the first carrier may be at least
one of a downlink shared channel signal, a downlink data
channel signal, a downlink control channel signal, a downlink
control signal for instructing uplink transmission, a downlink
control signal for notifying downlink transmission, transmis-
sion acknowledgement information on an uplink shared
channel signal, a downlink signal to which Semi-persistent
Scheduling is applied, and a paging signal.

In the first characteristic of the present embodiment, the
downlink signal transmission unit 15 may also be configured
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to decide whether to transmit the downlink signal in the first
carrier based on at least one of transmission power, a trans-
mission bandwidth, a modulation scheme, a transmission
frequency, an MCS level, and a desired SIR of the uplink
signal in the second carrier, in addition to whether the uplink
signal reception unit 17 receives the uplink signal in the
second carrier.

Inthe second characteristic of the present embodiment, the
downlink signal transmission unit 15 may also be configured
to decide whether to simultaneously transmit the downlink
signal in the first carrier and the downlink signal in the second
carrier based on at least one of transmission power, a trans-
mission bandwidth, a modulation scheme, a transmission
frequency, an MCS level, and a desired SIR of the uplink
signal in the second carrier, in addition to whether the uplink
signal reception unit 17 receives the uplink signal in the
second carrier.

In the third characteristic of the present embodiment, the
downlink signal transmission unit 15 may also be configured
to decide whether to transmit the downlink signal in the first
carrier based on at least one of transmission power, a trans-
mission bandwidth, a modulation scheme, a transmission
frequency, an MCS level, and a desired SIR of the uplink
signal in the second carrier, in addition to whether the uplink
signal reception unit 17 simultaneously receives the uplink
signal in the first carrier and the uplink signal in the second
carrier.

In the first characteristic of the present embodiment, the
downlink signal transmission unit 15 may also be configured
to decide whether to transmit the downlink signal in the first
carrier based on path loss between the user equipment UE and
the base station device eNB, in addition to whether the uplink
signal reception unit 17 receives the uplink signal in the
second carrier.

Inthe second characteristic of the present embodiment, the
downlink signal transmission unit 15 may also be configured
to decide whether to simultaneously transmit the downlink
signal in the first carrier and the downlink signal in the second
carrier based on path loss between the user equipment UE and
the base station device eNB, in addition to whether the uplink
signal reception unit 17 receives the uplink signal in the
second carrier.

In the third characteristic of the present embodiment, the
downlink signal transmission unit 15 may also be configured
to decide whether to transmit the downlink signal in the first
carrier based on path loss between the user equipment UE and
the base station device eNB, in addition to whether the uplink
signal reception unit 17 simultaneously receives the uplink
signal in the first carrier and the uplink signal in the second
carrier.

A fourth characteristic of the present embodiment is sum-
marized in that a mobile communication method, which per-
forms radio communication between a user equipment UE
and abase station device eNB using a first carrier and a second
carrier in a mobile communication system, includes: a step A
of receiving an uplink signal in the first carrier and an uplink
signal in the second carrier, the uplink signal being transmit-
ted from the user equipment UE; and a step B of transmitting
a downlink signal in the first carrier and a downlink signal in
the second carrier to the user equipment UE, wherein in the
step B, itis decided whether to transmit the downlink signal in
the first carrier based on whether the uplink signal in the
second carrier is received in the step A.

A fifth characteristic of the present embodiment is summa-
rized in that a base station device eNB, which performs radio
communication with a user equipment UE using a first carrier
and a second carrier in a mobile communication system,
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includes: an uplink transmission instruction unit 16 config-
ured to instruct the user equipment UE to transmit an uplink
signal in the first carrier and an uplink signal in the second
carrier; an uplink signal reception unit 17 configured to
receive the uplink signal in the first carrier and the uplink
signal in the second carrier, the uplink signal being transmit-
ted from the user equipment UE; and a downlink signal trans-
mission unit 15 configured to transmit a downlink signal in
the first carrier and a downlink signal in the second carrier to
the user equipment UE, wherein the uplink transmission
instruction unit 16 is configured to decide whether to instruct
to transmit the uplink signal in the second carrier based on
whether the downlink signal transmission unit 15 transmits
the downlink signal in the first carrier.

A sixth characteristic of the present embodiment is sum-
marized in that a base station device eNB, which performs
radio communication with a user equipment UE using a first
carrier and a second carrier in a mobile communication sys-
tem, includes: an uplink transmission instruction unit 16 con-
figured to instruct the user equipment UE to transmit an
uplink signal in the first carrier and an uplink signal in the
second carrier; an uplink signal reception unit 17 configured
to receive the uplink signal in the first carrier and the uplink
signal in the second carrier, the uplink signal being transmit-
ted from the user equipment UE; and a downlink signal trans-
mission unit 15 configured to transmit a downlink signal in
the first carrier and a downlink signal in the second carrier to
the user equipment UE, wherein the uplink transmission
instruction unit 16 is configured to decide whether to instruct
to simultaneously transmit the uplink signal in the first carrier
and the uplink signal in the second carrier based on whether
the downlink signal transmission unit 15 transmits the down-
link signal in the first carrier.

A seventh characteristic of the present embodiment is sum-
marized in that a base station device eNB, which performs
radio communication with a user equipment UE using a first
carrier and a second carrier in a mobile communication sys-
tem, includes: an uplink transmission instruction unit 16 con-
figured to instruct the user equipment UE to transmit an
uplink signal in the first carrier and an uplink signal in the
second carrier; an uplink signal reception unit 17 configured
to receive the uplink signal in the first carrier and the uplink
signal in the second carrier, the uplink signal being transmit-
ted from the user equipment UE; and a downlink signal trans-
mission unit 15 configured to transmit a downlink signal in
the first carrier and a downlink signal in the second carrier to
the user equipment UE, wherein the uplink transmission
instruction unit 16 is configured to decide whether to instruct
to transmit the uplink signal in the second carrier based on
whether the downlink signal transmission unit 15 simulta-
neously transmits the downlink signal in the first carrier and
the downlink signal in the second carrier.

In the fifth characteristic of the present embodiment, the
uplink transmission instruction unit 16 may also be config-
ured not to instruct to transmit the uplink signal in the second
carrier at a time frame at which the downlink signal transmis-
sion unit 15 transmits the downlink signal in the first carrier,
and configured to instruct to transmit the uplink signal in the
second carrier at a time frame at which the downlink signal
transmission unit 15 does not transmit the downlink signal in
the first carrier.

In the sixth characteristic of the present embodiment, the
uplink transmission instruction unit 16 may also be config-
ured not to instruct to simultaneously transmit the uplink
signal in the first carrier and the uplink signal in the second
carrier at a time frame at which the downlink signal transmis-
sion unit 15 transmits the downlink signal in the first carrier,
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and configured to instruct to simultaneously transmit the
uplink signal in the first carrier and the uplink signal in the
second carrier at a time frame at which the downlink signal
transmission unit 15 does not transmit the downlink signal in
the first carrier.

In the seventh characteristic of the present embodiment,
the uplink transmission instruction unit 16 may also be con-
figured not to instruct to transmit the uplink signal in the
second carrier at a time frame at which the downlink signal
transmission unit 15 simultaneously transmits the downlink
signal in the first carrier and the downlink signal in the second
carrier, and configured to instruct to transmit the uplink signal
in the second carrier at a time frame at which the downlink
signal transmission unit 15 does not simultaneously transmit
the downlink signal in the first carrier and the downlink signal
in the second carrier.

In the fifth to seventh characteristics of the present embodi-
ment, the downlink signal in the first carrier may be at least
one of a downlink shared channel signal, a downlink data
channel signal, a downlink control channel signal, a downlink
control signal for instructing uplink transmission, a downlink
control signal for notifying downlink transmission, transmis-
sion acknowledgement information on an uplink shared
channel signal, and a downlink signal to which Semi-persis-
tent Scheduling is applied.

In the fifth to seventh characteristics of the present embodi-
ment, the uplink signal in the second carrier may be at least
one of an uplink shared channel signal, an uplink data channel
signal, and an uplink signal to which the Semi-persistent
Scheduling is applied.

In the fifth characteristic of the present embodiment, the
uplink transmission instruction unit 16 may also be config-
ured to decide whether to instruct to transmit the uplink signal
in the second carrier based on at least one of transmission
power, a transmission bandwidth, a modulation scheme, a
transmission frequency, an MCS level, and a desired SIR of
the uplink signal in the second carrier, in addition to whether
the downlink signal transmission unit 15 transmits the down-
link signal in the first carrier.

In the sixth characteristic of the present embodiment, the
uplink transmission instruction unit 16 may also be config-
ured to decide whether to instruct to simultaneously transmit
the uplink signal in the first carrier and the uplink signal in the
second carrier based on at least one of transmission power, a
transmission bandwidth, a modulation scheme, a transmis-
sion frequency, an MCS level, and a desired SIR of the uplink
signal in the second carrier, in addition to whether the down-
link signal transmission unit 15 transmits the downlink signal
in the first carrier.

In the seventh characteristic of the present embodiment,
the uplink transmission instruction unit 16 may also be con-
figured to decide whether to instruct to transmit the uplink
signal in the second carrier based on at least one of transmis-
sion power, a transmission bandwidth, a modulation scheme,
atransmission frequency, an MCS level, and a desired SIR of
the uplink signal in the second carrier, in addition to whether
the downlink signal transmission unit 15 simultaneously
transmits the downlink signal in the first carrier and the down-
link signal in the second carrier.

In the fifth characteristic of the present embodiment, the
uplink transmission instruction unit 16 may also be config-
ured to decide whether to instruct to transmit the uplink signal
in the second carrier based on path loss between the user
equipment UE and the base station device eNB, in addition to
whether the downlink signal transmission unit 15 transmits
the downlink signal in the first carrier.
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In the sixth characteristic of the present embodiment, the
uplink transmission instruction unit 16 may also be config-
ured to decide whether to instruct to simultaneously transmit
the uplink signal in the first carrier and the uplink signal in the
second carrier based on path loss between the user equipment
UE and the base station device eNB, in addition to whether
the downlink signal transmission unit 15 transmits the down-
link signal in the first carrier.

In the seventh characteristic of the present embodiment,
the uplink transmission instruction unit 16 may also be con-
figured to decide whether to instruct to transmit the uplink
signal in the second carrier based on path loss between the
user equipment UE and the base station device eNB, in addi-
tion to whether the downlink signal transmission unit 15
simultaneously transmits the downlink signal in the first car-
rier and the downlink signal in the second carrier.

An eighth characteristic of the present embodiment is sum-
marized in that a mobile communication method, which per-
forms radio communication between a user equipment UE
and abase station device eNB using a first carrier and a second
carrier in a mobile communication system, includes: a step A
of instructing the user equipment UE to transmit an uplink
signal in the first carrier and an uplink signal in the second
carrier; a step B of receiving the uplink signal in the first
carrier and the uplink signal in the second carrier, the uplink
signal being transmitted from the user equipment UE; and a
step C of transmitting a downlink signal in the first carrier and
a downlink signal in the second carrier to the user equipment
UE, wherein in the step A, it is decided whether to instruct to
transmit the uplink signal in the second carrier based on
whether the downlink signal in the first carrier is transmitted
in the step C.

In addition, the operation of the above-mentioned the base
station device eNB or mobile station UE may be implemented
by hardware, may also be implemented by a software module
executed by a processor, or may further be implemented by
the combination of the both.

The software module may be arranged in a storage medium
of an arbitrary format such as a RAM (Random Access
Memory), a flash memory, a ROM (Read Only Memory), an
EPROM (Erasable Programmable ROM), an EEPROM
(Electronically Erasable and Programmable ROM), a regis-
ter, a hard disk, a removable disk, or a CD-ROM.

Such a storage medium is connected to the processor so
that the processor can write and read information into and
from the storage medium. Such a storage medium may also be
accumulated in the processor. Such storage medium and pro-
cessor may be arranged in an ASIC. Such ASIC may be
arranged in the base station device eNB or mobile station UE.
As adiscrete component, such storage medium and processor
may be arranged in the base station device eNB or mobile
station UE.

Thus, the present invention has been specifically explained
by using the above-mentioned embodiments; however, it is
obvious that for persons skilled in the art, the present inven-
tion is not limited to the embodiments explained herein. The
present invention can be implemented as corrected and modi-
fied modes without departing from the gist and the scope of
the present invention defined by the claims. Therefore, the
description of the specification is intended for explaining the
example only and does not impose any limited meaning to the
present invention.

INDUSTRIAL APPLICABILITY

As described above, in accordance with the present inven-
tion, it is possible to provide a base station device and a
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mobile communication method, by which it is possible to
reduce the deterioration of a downlink signal when multicar-
rier transmission is performed.

The invention claimed is:

1. A base station device, which performs radio communi-
cation with a user equipment using a first carrier and a second
carrier in a mobile communication system, the base station
device comprising:

an uplink signal reception unit configured to receive a first

uplink signal and a second uplink signal, the first and
second uplink signals being transmitted from the user
equipment via carrier aggregation; and

a downlink signal transmission unit configured to transmit

a first downlink signal and a second downlink signal to

the user equipment via carrier aggregation, wherein

the downlink signal transmission unit is configured not
to transmit the first downlink signal when the uplink
signal reception unit receives the second uplink signal
s0 as to reduce degradation of a reception quality of
the first downlink signal in the user equipment, and
configured to transmit the first downlink signal when
the uplink signal reception unit does not receive the
second uplink signal,

the first uplink signal being transmitted from the user
equipment to the base station device and the first
downlink signal being transmitted from the base sta-
tion device to the user equipment in the first carrier,
and the second uplink signal being transmitted from
the user equipment to the base station device and the
second downlink signal being transmitted from the
base station device to the user equipment in the sec-
ond carrier,

the user equipment including a duplexer for the second
carrier having a function of electrically separating a
transmission path from a reception path, the duplexer
not considering a frequency band of'the first downlink
signal, and

where the second uplink signal degrades the reception
quality of the first downlink signal when the user
equipment simultaneously receives the first downlink
signal and transmits the second uplink signal.

2. The base station device according to claim 1, wherein

the downlink signal transmission unit is configured not to

transmit the first downlink signal in a time frame where
the uplink signal reception unit receives the second
uplink signal, and

the downlink signal transmission unit is configured to

transmit the first downlink signal in a time frame where
the uplink signal reception unit does not receive the
second uplink signal.

3. The base station device according to claim 2, wherein

the second uplink signal includes at least one of an uplink

shared channel signal, an uplink data channel signal, an
uplink control channel signal, a control signal for noti-
fying a downlink channel state, transmission acknowl-
edgement information on a downlink shared channel
signal, a scheduling request, a reference signal for
sounding, a random access channel signal, and an uplink
signal to which Semi-persistent Scheduling is applied.

4. The base station device according to claim 1, wherein

the second uplink signal includes at least one of an uplink

shared channel signal, an uplink data channel signal, an
uplink control channel signal, a control signal for noti-
fying a downlink channel state, transmission acknowl-
edgement information on a downlink shared channel
signal, a scheduling request, a reference signal for
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sounding, a random access channel signal, and an uplink
signal to which Semi-persistent Scheduling is applied.
5. The base station device according to claim 1, wherein
the first downlink signal includes at least one of a downlink
shared channel signal, a downlink data channel signal, a
downlink control channel signal, a downlink control
signal for instructing uplink transmission, a downlink
control signal for notifying downlink transmission,
transmission acknowledgement information on an

ment simultaneously receives the first downlink signal
and transmits the second uplink signal.

44

9. The base station device according to claim 8, wherein

the downlink signal transmission unit is configured not to
simultaneously transmit the first downlink signal and the
second downlink signal in a time frame where the uplink
signal reception unit receives the second uplink signal,
and configured to simultaneously transmit the first
downlink signal and the second downlink signal in a
time frame where the uplink signal reception unit does
not receive the second uplink signal.

uplink shared channel signal, a downlink signal to which 10 10. The base st.atior.l deVi.ce according to claim 9, Wher.ein
Semi-persistent Scheduling is applied, and a paging sig- the second uplink s.1gna1 1nclude.:s at least one of an uplink
shared channel signal, an uplink data channel signal, an
nal. . . . . . uplink control channel signal, a control signal for noti-
6. The basg statl.on device acgor.dlng tq cl.alm 1, wherein fying a downlink channel state, transmission acknow-
the dgwnhnk signal transm{ssmn umit 1s conﬁgure?d to 5 edgement information on a downlink shared channel
decide whether to transmit the first downlink signal signal, a scheduling request, a reference signal for
based on at least one of transmission power, a transmis- sounding, a random access channel signal, and an uplink
sion bandwidth, a modulation scheme, a transmission signal to which Semi-persistent Scheduling is applied.
frequency, an MCS (Modulation and Coding Scheme) 11. The base station device according to claim 8, wherein
level, and a desired SIR (Signal to Interference Ratio)of 20  the downlink signal transmission unit is configured to
the second uplink signal, in addition to whether the decide whether to simultaneously transmit the first
uplink signal reception unit receives the second uplink downlink signal and the second downlink signal based
signal. on at least one of a transmission power, a transmission
7. The base station device according to claim 1, wherein bandwidth, a modulation scheme, a transmission fre-
the downlink signal transmission unit is configured to 25 quency, an MCS (Modulation and Coding Scheme)
decide whether to transmit the first downlink signal first level, and a desired SIR (Signal to Interference Ratio) of
carrier based on path loss between the user equipment the second uplink signal, in addition to whether the
and the base station device, in addition to whether the uplink signal reception unit receives the second uplink
uplink signal reception unit receives the second uplink signal.
signal. 30 12. The base station device according to claim 8, wherein
8. A base station device, which performs radio communi- the downlink signal transmission unit is configured to
cation with a user equipment using a first carrier and a second decide whether to simultaneously transmit the first
carrier in a mobile communication system, the base station downlink signal and the second downlink signal based
device comprising: on path loss between the user equipment and the base
an uplink signal reception unit configured to receive a first 35 station device, in addition to whether the uplink signal
uplink signal and a second uplink signal, the first and reception unit receives the second uplink signal.
second uplink signals being transmitted from the user 13. The base station device according to claim 8, wherein
equipment via carrier aggregation; and the second uplink signal includes at least one of an uplink
a downlink signal transmission unit configured to transmit shared channel signal, an uplink data channel signal, an
a first downlink signal and a second downlink signal to 40 uplink control channel signal, a control signal for noti-
the user equipment via carrier aggregation, wherein fying a downlink channel state, transmission acknowl-
the downlink signal transmission unit is configured not to edgement information on a downlink shared channel
simultaneously transmit the first downlink signal and the signal, a scheduling request, a reference signal for
second downlink signal when the uplink signal recep- sounding, a random access channel signal, and an uplink
tion unit receives the second uplink signal so as to reduce 45 signal to which Semi-persistent Scheduling is applied.
degradation of a reception quality of the first downlink 14. A base station device, which performs radio commu-
signal in the user equipment, and configured to simulta- nication with a user equipment using a first carrier and a
neously transmit the first downlink signal and the second second carrier in a mobile communication system, the base
downlink signal when the uplink signal reception unit station device comprising:
does not receive the second uplink signal, 50 anuplink signal reception unit configured to receive a first
the first uplink signal being transmitted from the user uplink signal and a second uplink signal, the first and
equipment to the base station device and the first down- second uplink signals being transmitted from the user
link signal being transmitted from the base station equipment via carrier aggregation; and
device to the user equipment in the first carrier, and the a downlink signal transmission unit configured to transmit
second uplink signal being transmitted from the user 55 a first downlink signal and a second downlink signal to
equipment to the base station device and the second the user equipment via carrier aggregation, wherein
downlink signal being transmitted from the base station the downlink signal transmission unit is configured to not
device to the user equipment in the second carrier, to transmit the first downlink signal when the uplink
the user equipment including a duplexer for the second signal reception unit simultaneously receives the first
carrier having a function of electrically separating a 60 uplink signal and the second uplink signal so as to reduce
transmission path from a reception path, the duplexer degradation of a reception quality of the first downlink
not considering a frequency band of the first downlink signal in the user equipment, and configured to transmit
signal, and the first downlink signal when the uplink signal recep-
where the second uplink signal degrades the reception tion unit does not simultaneously receive the first uplink
quality of the first downlink signal when the user equip- 65 signal and the second uplink signal,

the first uplink signal being transmitted from the user
equipment to the base station device and the first down-
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link signal being transmitted from the base station
device to the user equipment in the first carrier, and the
second uplink signal being transmitted from the user
equipment to the base station device and the second
downlink signal being transmitted from the base station
device to the user equipment in the second carrier,
the user equipment including a duplexer for the second
carrier having a function of electrically separating a
transmission path from a reception path, the duplexer
not considering a frequency band of the first downlink
signal, and
where the second uplink signal degrades the reception
quality of the first downlink signal when the user equip-
ment simultaneously receives the first downlink signal
and transmits the second uplink signal.
15. The base station device according to claim 14, wherein
the downlink signal transmission unit is configured not to
transmit the first downlink signal in a time frame where
the uplink signal reception unit simultaneously receives
the first uplink signal and the second uplink signal, and
configured to transmit the first downlink signal in a time
frame where the uplink signal reception unit does not
simultaneously receive the first uplink signal and the
second uplink signal.
16. The base station device according to claim 15, wherein
the second uplink signal includes at least one of an uplink
shared channel signal, an uplink data channel signal, an
uplink control channel signal, a control signal for noti-
fying a downlink channel state, transmission acknowl-
edgement information on a downlink shared channel
signal, a scheduling request, a reference signal for
sounding, a random access channel signal, and an uplink
signal to which Semi-persistent Scheduling is applied.
17. The base station device according to claim 14, wherein
the downlink signal transmission unit is configured to
decide whether to transmit the first downlink signal
based on at least one of a transmission power, a trans-
mission bandwidth, a modulation scheme, a transmis-
sion frequency, an MCS (Modulation and Coding
Scheme) level, and a desired SIR (Signal to Interference
Ratio) of the second uplink signal, in addition to whether
the uplink signal reception unit simultaneously receives
the first uplink signal and the second uplink signal.
18. The base station device according to claim 14, wherein
the downlink signal transmission unit is configured to
decide whether to transmit the first downlink signal
based on path loss between the user equipment and the
base station device, in addition to whether the uplink
signal reception unit simultaneously receives the first
uplink signal and the second uplink signal.
19. The base station device according to claim 14, wherein
the second uplink signal includes at least one of an uplink
shared channel signal, an uplink data channel signal, an
uplink control channel signal, a control signal for noti-
fying a downlink channel state, transmission acknowl-
edgement information on a downlink shared channel
signal, a scheduling request, a reference signal for
sounding, a random access channel signal, and an uplink
signal to which Semi-persistent Scheduling is applied.
20. A mobile communication method, which performs
radio communication between a user equipment and a base
station device using a first carrier and a second carrier in a
mobile communication system, the mobile communication
method comprising:
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a step A of receiving a first uplink signal and a second
uplink signal, the first and second uplink signals being
transmitted from the user equipment via carrier aggre-
gation; and

a step B of transmitting a first downlink signal and a second
downlink signal to the user equipment via carrier aggre-
gation,

wherein in the step B, it is decided not to transmit the first
downlink signal when the second uplink signal is
received in the step A so as to reduce degradation of the
reception quality of the first downlink signal in the user
equipment, and to transmit the first downlink signal
when the second uplink signal is not received in the step
As

the first uplink signal being transmitted from the user
equipment to the base station device and the first down-
link signal being transmitted from the base station
device to the user equipment in the first carrier, and the
second uplink signal being transmitted from the user
equipment to the base station device and the second
downlink signal being transmitted from the base station
device to the user equipment in the second carrier,

the user equipment including a duplexer for the second
carrier having a function of electrically separating a
transmission path from a reception path, the duplexer
not considering a frequency band of the first downlink
signal, and

where the second uplink signal degrades the reception
quality of the first downlink signal when the user equip-
ment simultaneously receives the first downlink signal
and transmits the second uplink signal.

21. A base station device, which performs radio commu-
nication with a user equipment using a first carrier and a
second carrier in a mobile communication system, the base
station device comprising:

an uplink transmission instruction unit configured to
instruct the user equipment to transmit a first uplink
signal and a second uplink signal via carrier aggrega-
tion;

an uplink signal reception unit configured to receive the
first uplink signal and the second uplink signal, the first
and second uplink signals being transmitted from the
user equipment via carrier aggregation; and

a downlink signal transmission unit configured to transmit
a first downlink signal and a second downlink signal to
the user equipment via carrier aggregation, wherein

the uplink transmission instruction unit is configured not to
instruct to transmit the second uplink signal when the
downlink signal transmission unit transmits the first
downlink signal so as to reduce degradation of a recep-
tion quality of the first downlink signal in the user equip-
ment, and configured to instruct to transmit the second
uplink signal when the downlink signal transmission
unit does not transmit the first downlink signal,

the first uplink signal being transmitted from the user
equipment to the base station device and the first down-
link signal being transmitted from the base station
device to the user equipment in the first carrier, and a
second uplink signal being transmitted from the user
equipment to the base station device and a second down-
link signal being transmitted from the base station
device to the user equipment in the second carrier,

the user equipment including a duplexer for the second
carrier having a function of electrically separating a
transmission path from a reception path, the duplexer
not considering a frequency band of the first downlink
signal, and
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where the second uplink signal degrades the reception of
the first downlink signal when the user equipment simul-
taneously receives the first downlink signal and trans-
mits the second uplink signal.
22. The base station device according to claim 21, wherein
the uplink transmission instruction unit is configured not to
instruct to transmit the second uplink signal in a time
frame where the downlink signal transmission unit
transmits the first downlink signal; and
the uplink transmission instruction unit is configured to
instruct to transmit the second uplink signal in a time
frame where the downlink signal transmission unit does
not transmit the first downlink signal.
23. The base station device according to claim 22, wherein
the first downlink signal includes at least one of a downlink
shared channel signal, a downlink data channel signal, a
downlink control channel signal, a downlink control
signal for instructing uplink transmission, a downlink
control signal for notifying downlink transmission,
transmission acknowledgement information on an
uplink shared channel signal, and a downlink signal to
which Semi-persistent Scheduling is applied.
24. The base station device according to claim 22, wherein
the second uplink signal includes at least one of an uplink
shared channel signal, an uplink data channel signal, and
an uplink signal to which Semi-persistent Scheduling is
applied.
25. The base station device according to claim 21, wherein
the first downlink signal includes at least one of a downlink
shared channel signal, a downlink data channel signal, a
downlink control channel signal, a downlink control
signal for instructing uplink transmission, a downlink
control signal for notifying downlink transmission,
transmission acknowledgement information on an
uplink shared channel signal, and a downlink signal to
which Semi-persistent Scheduling is applied.
26. The base station device according to claim 21, wherein
the second uplink signal includes at least one of an uplink
shared channel signal, an uplink data channel signal, and
an uplink signal to which Semi-persistent Scheduling is
applied.
27. The base station device according to claim 21, wherein
the uplink transmission instruction unit is configured to
decide whether to instruct to transmit the second uplink
signal based on at least one of transmission power, a
transmission bandwidth, a modulation scheme, a trans-
mission frequency, an MCS (Modulation and Coding
Scheme) level, and a desired SIR (Signal to Interference
Ratio) of the second uplink signal, in addition to whether
the downlink signal transmission unit transmits the first
downlink signal.
28. The base station device according to claim 21, wherein
the uplink signal transmission unit is configured to decide
whether to transmit the second downlink signal based on
path loss between the user equipment and the base sta-
tion device, in addition to whether the downlink signal
transmission unit transmits the first downlink signal.
29. A base station device, which performs radio commu-
nication with a user equipment using a first carrier and a
second carrier in a mobile communication system, the base
station device comprising:
an uplink transmission instruction unit configured to
instruct the user equipment to transmit a first uplink
signal and a second uplink signal via carrier aggrega-
tion;
an uplink signal reception unit configured to receive a first
uplink signal and a second uplink signal, the first and
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second uplink signals being transmitted from the user
equipment via carrier aggregation; and

a downlink signal transmission unit configured to transmit
a first downlink signal and a second downlink signal to
the user equipment via carrier aggregation, wherein

the uplink transmission instruction unit is configured to not
to instruct to simultaneously transmit the first uplink
signal and the second uplink signal when the downlink
signal transmission unit transmits the first downlink sig-
nal so as to reduce degradation of a reception quality of
the first downlink signal in the user equipment, and
configured to instruct to simultaneously transmit the first
uplink signal and the second uplink signal when the
downlink signal transmission unit does not transmit the
first downlink signal,

the first uplink signal being transmitted from the user
equipment to the base station device and the first down-
link signal being transmitted from the base station
device to the user equipment in the first carrier, and the
second uplink signal being transmitted from the user
equipment to the base station device and the second
downlink signal being transmitted from the base station
device to the user equipment in the second carrier,

the user equipment including a duplexer for the second
carrier having a function of electrically separating a
transmission path from a reception path, the duplexer
not considering a frequency band of the first downlink
signal, and

where the second uplink signal degrades the reception
quality of the first downlink signal when the user equip-
ment simultaneously receives the first downlink signal
and transmits the second uplink signal.

30. The base station device according to claim 29, wherein

the uplink transmission instruction unit is configured not to
instruct to simultaneously transmit the first uplink signal
and the second uplink signal in a time frame where the
downlink signal transmission unit transmits the first
downlink signal, and

the uplink transmission instruction unit is configured to
instruct to simultaneously transmit the first uplink signal
and the second uplink signal in a time frame where the
downlink signal transmission unit does not transmit the
first downlink signal.

31. The base station device according to claim 30, wherein

the first downlink signal includes at least one of a downlink
shared channel signal, a downlink data channel signal, a
downlink control channel signal, a downlink control
signal for instructing uplink transmission, a downlink
control signal for notifying downlink transmission,
transmission acknowledgement information on an
uplink shared channel signal, and a downlink signal to
which Semi-persistent Scheduling is applied.

32. The base station device according to claim 30, wherein

the second uplink signal includes at least one of an uplink
shared channel signal, an uplink data channel signal, and
an uplink signal to which Semi-persistent Scheduling is
applied.

33. The base station device according to claim 29, wherein

the uplink transmission instruction unit is configured to
decide whether to instruct to simultaneously transmit the
first uplink signal and the second uplink signal based on
at least one of a transmission power, a transmission
bandwidth, a modulation scheme, a transmission fre-
quency, an MCS (Modulation and Coding Scheme)
level, and a desired SIR (Signal to Interference Ratio) of
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the second uplink signal, in addition to whether the
downlink signal transmission unit transmits the first
downlink signal.

34. The base station device according to claim 29, wherein

the uplink transmission instruction unit is configured to

decide whether to instruct to simultaneously transmit the
first uplink signal and the second uplink signal based on
path loss between the user equipment and the base sta-
tion device, in addition to whether the downlink signal
transmission unit transmits the first downlink signal.

35. The base station device according to claim 29, wherein

the first downlink signal includes at least one of a downlink

shared channel signal, a downlink data channel signal, a
downlink control channel signal, a downlink control
signal for instructing uplink transmission, a downlink
control signal for notifying downlink transmission,
transmission acknowledgement information on an
uplink shared channel signal, and a downlink signal to
which Semi-persistent Scheduling is applied.

36. The base station device according to claim 29, wherein

the second uplink signal includes at least one of an uplink

shared channel signal, an uplink data channel signal, and
an uplink signal to which Semi-persistent Scheduling is
applied.

37. A base station device, which performs radio commu-
nication with a user equipment using a first carrier and a
second carrier in a mobile communication system, the base
station device comprising:

an uplink transmission instruction unit configured to

instruct the user equipment to transmit a first uplink
signal and a second uplink signal via carrier aggrega-
tion;

an uplink signal reception unit configured to receive the

first uplink signal and the second uplink signal, the first
and second uplink signals being transmitted from the
user equipment via carrier aggregation; and
a downlink signal transmission unit configured to transmit
a first downlink signal and a second downlink signal to
the user equipment via carrier aggregation, wherein

the uplink transmission instruction unit is configured not to
instruct to transmit the second uplink signal when the
downlink signal transmission unit simultaneously trans-
mits the first downlink signal and the second downlink
signal so as to reduce degradation of a reception quality
of the first downlink signal in the user equipment, and
configured to instruct to transmit the second uplink sig-
nal when the downlink signal transmission unit does not
simultaneously transmit the first downlink signal and the
second downlink signal,

the first uplink signal being transmitted from the user

equipment to the base station device and the first down-
link signal being transmitted from the base station
device to the user equipment in the first carrier, and the
second uplink signal being transmitted from the user
equipment to the base station device and the second
downlink signal being transmitted from the base station
device to the user equipment in the second carrier,

the user equipment including a duplexer for the second

carrier having a function of electrically separating a
transmission path from a reception path, the duplexer
not considering a frequency band of the first downlink
signal,

where the second uplink signal degrades the reception

quality of the first downlink signal when the user equip-
ment simultaneously receives the first downlink signal
and transmits the second uplink signal.
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38. The base station device according to claim 37, wherein

the uplink transmission instruction unit is configured not to
instruct to transmit the second uplink signal in a time
frame where the downlink signal transmission unit
simultaneously transmits the first downlink signal and
the second downlink signal, and

the uplink transmission instruction unit is configured to
instruct to transmit the second uplink signal in a time
frame where the downlink signal transmission unit does
not simultaneously transmit the first downlink signal
and the second downlink signal.

39. The base station device according to claim 38, wherein

the first downlink signal includes at least one of a downlink
shared channel signal, a downlink data channel signal, a
downlink control channel signal, a downlink control
signal for instructing uplink transmission, a downlink
control signal for notifying downlink transmission,
transmission acknowledgement information on an
uplink shared channel signal, and a downlink signal to
which Semi-persistent Scheduling is applied.

40. The base station device according to claim 38, wherein

the second uplink signal includes at least one of an uplink
shared channel signal, an uplink data channel signal, and
an uplink signal to which Semi-persistent Scheduling is
applied.

41. The base station device according to claim 37, wherein

the uplink transmission instruction unit is configured to
decide whether to instruct to transmit the second uplink
signal based on at least one of a transmission power, a
transmission bandwidth, a modulation scheme, a trans-
mission frequency, an MCS (Modulation and Coding
Scheme) level, and a desired SIR (Signal to Interference
Ratio) of the second uplink signal, in addition to whether
the downlink signal transmission unit simultaneously
transmits the first downlink signal and the second down-
link signal.

42. The base station device according to claim 37, wherein

the uplink transmission instruction unit is configured to
decide whether to instruct to transmit the second uplink
signal based on path loss between the user equipment
and the base station device, in addition to whether the
downlink signal transmission unit simultaneously trans-
mits the first downlink signal and the second downlink
signal.

43. The base station device according to claim 37, wherein

the first downlink signal includes at least one of a downlink
shared channel signal, a downlink data channel signal, a
downlink control channel signal, a downlink control
signal for instructing uplink transmission, a downlink
control signal for notifying downlink transmission,
transmission acknowledgement information on an
uplink shared channel signal, and a downlink signal to
which Semi-persistent Scheduling is applied.

44. The base station device according to claim 37, wherein

the second uplink signal includes at least one of an uplink
shared channel signal, an uplink data channel signal, and
an uplink signal to which Semi-persistent Scheduling is
applied.

45. A mobile communication method, which performs
radio communication between a user equipment and a base
station device using a first carrier and a second carrier in a
mobile communication system, the mobile communication
method comprising:

a step A of instructing the user equipment to transmit a first
uplink signal and a second uplink signal, the first and
second uplink signals being transmitted from the user
equipment via carrier aggregation;
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a step B of receiving the first uplink signal and the second
uplink signal, the first and second uplink signals being
transmitted from the user equipment via carrier aggre-
gation, and

astep C of transmitting a first downlink signal and a second
downlink signal to the user equipment via carrier aggre-
gation, wherein

in the step A, it is decided not to instruct to transmit the
second uplink signal when the first downlink signal is
transmitted in the step C so as to reduce degradationof a
reception quality of the first downlink signal in the user
equipment, and to instruct to transmit the second uplink
signal when the first downlink signal is not transmitted
in the step C,

the first uplink signal being transmitted from the user
equipment to the base station device and the first down-
link signal being transmitted from the base station
device to the user equipment in the first carrier, and the
second uplink signal being transmitted from the user
equipment to the base station device and the second
downlink signal being transmitted from the base station
device to the user equipment in the second carrier,

the user equipment including a duplexer for the second
carrier having a function of electrically separating a
transmission path from a reception path, the duplexer
not considering a frequency band of the first downlink
signal, and

where the second uplink signal degrades the reception
quality of the first downlink signal when the user equip-
ment simultaneously receives the first downlink signal
and transmits the second uplink signal.
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